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1 I MOTOR CONTROL CENTER STRUCTURE 1 101 101 75.001 1.800.001 ] 2.ss0.00ll 750) ~.8001 11 ' 2.5501 

0:U0913\5.0 Design DoasmentrEdhates\Rev. 2VivIn~ 

I 1 [STARTER SIZE 2 48OVAC MCC BOX l lEA I 4 1 4) 75.00l 1.075.00) 1 1.375.0011 300 1 1,0751 11 1,3751 

MHRI TOTAL . UNIT' COSTS 

1 

1 

I 1 I STARTER SIZE 3 46WAC MCC BOX 1 1 1 ~ ~  1 81 BJ 75.001 1.800.001 1 2.400.00 6001 ~.8001 11 2.4001 

I MHRS SlHr 

lH6. - Elecbitel 

1 24X36X42 PUU BOX 30 EA 10.5 315 75.00 . 885.00 1.672.50 23,625 26.550 

1 3.90.DEGREE ELBOWS 2 EA 1.9 4 75.00 69.00 211.50 285 138 

1 T IN-UNE FITTINGS 2 EA 2.9 6 75.00 415.00 . 632.50 435 830 

1 MlSC SUPPORTS, FITTINGS, TERMINATIONS 1 LOT 17.899 29.244 

1 CHECKOUT AND TESTING 1 LOT 40 40 75.00 3,000.00 3.000 
I 

200A MAlN BREAKER 

STARTER SIZE 1 480VAC MCC BOX 

lowance for tmnching power Gable 300 f l  I I 30.00 30.001 9,000ll 9.000l 
I I I I I I I 1 II I I 

. MATZ --- 

I I I I I 

1 Allowance for overtime 1 lot 200 200 100.00 20.OM).OO 20.oM) 

I I ' I I 

TOTAL TOTAL COSTS 
SUBCON. UBOR 

1 

TOTAL 

1 

TOTAL - E l a d  

MATZ --- 

EA 

EA 

4.21 

SUBCON. 

C 1 ( 135,571 181,7921 9,0001 326.368 

1 
1 - 1502 

2.9 

4 75.00 710.00( 1,025.751 

u 

;I . 11 1,0261 3 75.00 945.00 1,16250 1.163 
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2% KoH equipment I 
50% tank 1 lea 4 4 69.00 13,800.00 14,060.00 260 13.800 

50% pump 1 ea 6 6 65.00 2.530.00 2,920.00 390 2,530 

50% filter 2 ea 2 4 a.00 1.38[3.00 1.510.00~ 260) 2.760 

2% tank 1 ea 10 10 6500 46,920.00 47,570.00 650 46.920 

1 ea 6 6 69.00 ' S,fSO.OO 6.140.00 390 5.750 

2% eduunr 1 ea 10 10 65.00 1,150.00 

2% heat exchanger 1 ea 4 4 69.00 2.990.00 3,250.0 

2% filter 2 ea 2 4 65.00 1,840.00 1,970.00 

Crane for Instdlllng KOn equipment 1 tot 3.000.00 3,000.00 
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BACT 5.4.14 Attachment 6 

Sizing and Purchase Costs for Control Devices 



Carbon Adsorption Equipment Prices Based on Technical Assessment 
Document* 

Equipment Capacity Equipment Cost 

Absorption Cost Escalated RTo Capacity Capacity Basis 1994 Cost to 2008 at 3% VOC System Basis SCFM 
SCFM (Without (Eichlea~ 
Combustion Air) 

(TAD) per Year 

1 16,000 I 12,900 $268,655 $419,000 
2 22,000 1 7,800 $305,546 $476,000 
3 13,000 1 10,500 $247,914 $386,000 
4 13,000 10,500 $247,914 $386,000 

Totals I $1,667,000 
Technical Assessment Document p.77 

I I 
Water Scrubber Equlpment Prices Based on ST1 Study* 

Case Site Specific, CIP, Maximum 
Vapor Rate 

RTO Capacity . Absorption Cost Escalated 
Capacity Basis 2003 Cost (STI) to 2008 at 3% VOC System Basis SCFM SCFM 

(Eichlea~ 
Combustion Air), 

per Year 

1 16,000 12,900 $63,822 $99,000 
2 22,000 17,800 $71,387 $1 11,000 
3 13,000 10,000 $59,411 $93,000 
4 13,000 10,500 $59,411 $93,000 

Totals 0 $396,000 
ST1 Study, p. 21 



Thermal Oxidizer Equipment Cost 

Thermal Oxidizer Equipment Prices (Without Heat Recovery) Based on 
EPA Cost Manual Section 3.2, Chapter 2 

Case 

VOC System 

1 
2 
3 
4 

Totals 

Equipment Cost 

RTO Capacity 
Basis SCFM 

(Eichleay Study) 
16,000 
22,000 
1 3,000 
13,000 

1988 Cost (EPA) 

$100,600 
$1 08,400 
$95,800 
$95,800 

Regenerative Thermal ~xidlzer Equipment Prices (95% Heat Recovery) 
Based on Quotations Received in Eichleay Study 

Cost Escalated to 
2009 at 3% per 

Year 
$1 87,100 
$201,700 
$178,200 
$178,200 
$745,200 

Case Equipment Cost ' 

VOC System 

1 
2 
3 
4 ' 

Totals 

2005 Cost (EPA) 

$414,200 
$502,500 
$365,200 
$365,200 

RTO Capacity 
Basis SCFM 

(Eichleay Study) 
16,000 
22,000 
13,000 
13,000 

Cost Escalated to 
2009 at 3% per 

Year 
$466,200 
$565,600 
$41 1,000 
$4 1 1.000 

$1,853,800 



Refrigerated Condenser Sizing with Equipment Cost Based on EPA Cost Manual 
Section 3.1, Chapter 2 

RTO System 
Capacity Capacity ~ ~ f ~ i ~ ~ ~ ~ ~ ~ d  Cost Escalated Refrigerated 

"OC Basis less Condenser to 2008 at 3% 
System (Eichleay Combustion Duty Duty Tons (EPA) per Year 

Btulhour Study) Al r 
1 16000 12,900 3,900,000 326 $430,200 $754,400 
2 22000 17,800 5,393,000 449 $526,300 $922,900 
3 13000 10,500 3,182,000 265 $378,100 $663,000 
4 13000 10.500 3,182,000 265 $378,100 $663,000 

Total 1,306 $1,027,200 $3,003,300 

Condenser Duty Calculation: 

Condenser Duty Basis: 
Inlet vapor stream conlains a maximum of 16,000 ppmv ethanol at 86 F 
Condensing Temperature Is -12 F, 90% of Ethanol Condensed 

Latent Heat Ethanol 369 Btullb 

Vapor Heat Capacity 0.21 Btunb 

Latent Heat water 1060 Btullb 

Condenser Heat Balance Based on 100 moles of lnlet Vapor: 
Enthalpy 

Moles In Moles Out Change 
Btu1100 moles 

vapor 
Vapor Vapor Liquid 

Ethanol Vapor 1.60 0.16 . 1.44 -24,594 
Water Vapor 4.20 0.00 4.20 -81,783 

C02 94.20 94.20 0.00 -85,319 
Sub Total 100.00 94.36 5.64 -1 91,696 

Total 100.00 100.00 -191,606 
BtullOO -1 91696 moles 

= -5.05 Btulscf 



BACT 5.4.14 Attachment C 

Utilities and Other Annual Costs 

I 



Costs for Utilities and Other Annual Operating Expenses. 

Costs for utilities and other annual costs are summarized in the tables on the 
following two pages. The basis and calculation of the costs is presented below: 

Natural Gas - applicable to Cases 1,2 and 5 only 

Case 1: Thermal Oxidizer wifh no heat recovery 

The estimate is based on the Eichleay Study which estimated theannual fuel 
consumption for 95% thermally efficient oxidizers at 67,412 thermslyear = 6,741 
MMBtuIyear. At a natural gas cost of $8.00IMMBtul the annual cost is 8,714 x 
$8.00 = $53,900 per year for all four regenerative thermal oxidizers with 95% 
heat recovery. Dividing by (1-95%) yields the fuel cost for a unit with zero heat 
recovery: 

Case 1 Fuel Cost =. $53900/(1-95%) = $1,078,000 per year 

Case 2: Reoenerative Thermal Oxidizers 

Case 2 is the Eichleay Study case. Therefore, 

Case 2 Fuel Cost = $53,900 per year 

Case 5 - Carbon Adsomtion 

As calculated else where in this document, the carbon adsorption system will 
adsorb 350.62 tons per year of VOC's. Per the TAD, 11,800 Ib of steam is 
required to recover I ton of elhanol. Given a boiler fuel requirement of 1,350 
Btullb (based on absorbed boiler duty of 1,080 Btullb to produce 100 psig steam 
from 60 F water and an 80% combustion efficiency), annual fuel consumption for 
recovery of 350.62 tons ethanol per year is 11,800 x 350.62 x 1,350110~ = 5,585 
MMBtutyear. 

Case 5 Fuel Cost = 5,585 MMBlulyear x $8.00/MMBtu = $44,700 per year 

Electric Power 

Cases 1 and 2 - Thermal Oxidizers 

For these cases, power consumption is considered to be only that for the ID fans. 
Per the Eichleay study, annual power consumption for the ID fans associated 
with the thermal oxidizers is 586 kw per hour for the 120 day crush season. 
Annual cost at a unit power cost of $0.1 llkwh is therefore 

586 x 120 x 24 x $0.1 1 = $1 85,600 per year 



Cases 4 and 5 - Carbon Adsorption and Water Scrubber 

As in cases 1 an 2 above, only the ID fan power will be considered for these 
cases. However, these cases do not have to handle the extra 23.6% combustion 
air. Therefore, the electric power cost for the thermal oxidizer case will be 
divided by 1.236 to reflect lower flow rates. On this basis, Cases 3,4 and 5 have 
an annual power cost of 

$1 85,60011.236 = $150,200 per year (for cases 4and 6) 

Case 3 - Refrigerated Condenser 

Electric power for this case includes the same ID fan power consumption as 
Cases 4 and 5 and also requires power for operation of the refrigeration unit. 
This case requires 1,306 tons of refrigeration for the design case and a utilization 
factor of 60 % will be assumed.' Additionally, a coefficient of performance of 3,5 
will be assumed for the equipment. Power demand for a 120 day operating 
season is thus: 

60% x 1,30613.5 x 12,000 Btulton x 1 kW/3,413 Btu x 120 days x 24 hrlday 
= 2,267,000 kWh1year 

At $0.1 IlkWh, the cost for the refrigeration power is $249,400. Adding $1 50,200 
for ID fan power (calculated above), total power coat for this case i s  $399,600 
per year. 

Water Disposal Cost - applicable to Case 4 and 5 only 

Case 4 - Water Scrubber 

Water disposal requirements and costs for Case 4 (water scrubber) are taken 
from the ST1 Study: 

Water Disposal Required: 6 gpm for each 5000 scfm air flow for 90 day 
crush season. 

Disposal Cost: $0.25lgallon 

Total aimow for all four systems, corrected to subtract the combustion air, is 
(16,000 + 22,000 + 13,000 + 13,000)11.236 = 51,800 scfm 

Wastewater Rate = 51,800 scfm x 6 gpml5,OOO scf = 62 gpm 

Annual wastewater generation = 62 gpm x 90 days x 1,440 minuteslday 
= 8,035,000 gallons per year 

Annual water disposal cost = 8,035,000 gallons x $0.25/gallon =$2,008,800/yr 



Case 5 - Cahon Adsomtion 

Wastewater is generated from the regeneration of the carbon bed. Per the TAD, 
11,800 Ib steam is required to recover I ton of ethanol. Given liquid densities of 
8.34 and 6.61 Iblgallon for water and ethanol respectively, the amount of 
wastewater produced per ton of ethanol recovered is (1 1,80018.34) + 
(2,00016.61) = 1,718 gallton~ethanol, 

As calculated in this BACT analysis, the carbon adsorption unit will adsorb 
350.62 tons per year of VOC's. Produced wastewater is therefore 350.62 tons x 
1,718 gaVton = 602,400 gallons per year. 

Disposal cost at $0.25lgal is 602,400 x $0.25 = $150,600 per year 

Carbon Replacement Cost - applicable to Case 6 only 

Per the TAD, activated carbon adsorbs 18% of its weight in ethanol. However, 
with regeneration, approximately 113 of the ethanol initially adsorbed stays on the 
carbon bed. In addition, due to the seasonal operation of a winery, the carbon is 
expected to have a lifetime of 10 years. 

As calculated in this BACT analysis, the carbon adsorption unit will adsorb 
350.62 tons per year of VOC's. Assuming this occurs over a 120 day crush 
season with three regenerations per day, the amount adsorbed per cycle is 
350.621(120 x 3) = 0.97 tonslcycle = 1,940 Ib-VOClcycle. Assuming a daily 
regeneration cycle and allowing for a dual bed for regeneration purposes, the 
amount of carbon required for the facility is 2 x 1,9401(18% x .667) = 32,300 Ib 
carbon. 

Given a cost of $2llb for carbon and annualizing the cost over the 10 year life, ' 

Carbon Replacement Cost = 0.163, x $2.00 x 32,300 = $10,500 per year. 

Cooling Water Cost - applicable to Case 5 only (carbon adsorption) 

Based on values presented in the TAD, the following parameters apply: 

Cooling water consumption = 82,600 gallons of cooling water per ton of VOC 
adsorbed 

Cooling Water Unit Cost = $0.53 per 1000 gallons 

Given 350.62 tons of VOC adsorbed per year, annual cost for cooling water is 

82,600 x 350.62 x $0.5311 000 = $15.800 per year 



Utilities and Other Annual Costs 

Case I Case 3 Case 4 Case 5 
Control Device Case Refrigerated Water RTO Carbon 

Cond. Scrubber Adsorption 

Natural Gas $1,078,000 $53,900 $0 $0 $44,700 

Electricity $1 85,600 $1 85,600 $399,600 $1 85,600 $1 85,600 

Water Disposal $0 $0 $0 $2,008,800 $1 50,600 

Cooling Water $0 $0 $0 $0 $15,800 

Carbon 
Replacement $0 $0 $0 $0 $10.500 

Total $1,263,600 $239,500 $399,600 $2,194,400 $407,200 
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Eichleay Drawings 
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SAN JOAQUIN VALLEY UNIFIED 
AIR POLLUTION CONTROL DISTRICT 

DATE: March 8, 2007 (Revised 09/14/09) 

TO: Permit Services Staff 

FROM: Dennis Roberts 

SUBJECT: VOC Emission Factors for Wine Fermentation and Storage Tanks 

Emission factors have been developed to estimate ethanol emissions from wine storage 
and fermentation tanks. 

Wine Storase Tanks 

Table 1 provides both daily and annual emission factors for wine storage tanks storing 
wine with up to 20 volume % ethanol and for tank sizes ranging from 250 gallons up to 
605,000 gallons nominal capacity. Emission factors for tanks storing 100 vol% ethanol 
are also given. The table is based on typical R4694-compliant wine storage tank 
operation with a pressure vacuum valve located in Fresno (typical for San Joaquin 
Valley) and provides separate factors for tank breathing losses and for tank working 
losses. Breathing losses are a function of both the tank size and the ethanol content 
and are given as Ib-VOC/1000 gallons of tank capacity. Daily breathing losses are 
based on average daily losses for the month of July. Working losses are only a function 
of ethanol content and tank throughput (independent of tank size). The working losses 
are applied to the maximum daily and the maximum annual throughput as applicable. 
Daily working loss emission factors are based on tank throughput during July as a 
worst-case potential. Appendix A to this FYI provides a detailed summary of the basis, 
assumptions and methodology employed to develop Table 1. 

Wine storage tanks perform two functions in the winery: 

Facilitation of post-fermentation processing operations such as racking, filtration, 
malolactic fermentation and bottling. In this role, the typical storage tank is filled and 
emptied several times per year and functions as a process vessel. 

Storage of wine between processing operations up to the final operation of bottling 
In this role, the objective is to avoid oxidation of the wine by both minimizing the 
wine temperature and the exposure of the wine to air. 

Emissions from storage tanks consist of both working losses and breathing losses. The 
former losses occur as a result of the displacement of the vapor space of the tank into 
the atmosphere as a result of tank filling operations and is primarily a function of tank 
throughput and the temperature and ethanol content of the wine. Breathing losses are 
the result of diurnal heating and cooling caused by the effect of atmospheric conditions 
on the contents of the tank. For a well-insulated tank, breathing losses will be negligible. 
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OP OROPS TO ALL FERUENTERS 

1. MANUAL CIP CYCLE PERFORMED AFTER EACH FERMENTATION BATCH 

A. TWO x  MINUTE BURSTS W/CIP (2% KOH @ 1407.) 
8. ONE X 10 MINUTE BURST w/WATER 

2. VENT DUCT a~ cm TO BE DM SIMULTANEOUS WTH TANK CIP cYaE. 

3. DUCT SIZE. WP ROW AND NUMBER OF NOZZLES VARtES IHTH FERUENFR 
Slb AND OUCllNC LAYOUT. 

4. DRAIN FOR PERUENTER DURING FERMENTATION. 

FERMENTER 
TANK 



FYI 114 Table 1 

Wne and Brandy Storage Tank Emission Factors 

I Breathing Loss Emission Factors I 
Ib per day (or Year) per 1000 gallons nominal tank capacity 

Nominal 

Annual 

10 MI% Ethanol 12 vol% Ethanol 14 vol% Ethanol 18 MI% Ethanol 20 MI% Ethanol 100 vol% Ethanol 16 vol% Ethanol 

Daily Annual Daily Annual Daily Annual 
0.00240 0.450 0.00296 0.557 0.00358 0.664 

0.00240 0.450 0.00296 0.556 0.00357 0.663 

Daily Annual Daily Annual Daily Annual 
0.00490 0.909 0.00561 1.04 0.02650 4.53 

0.00489 0.908 0.00561 1.04 0.02640 4.53 

0.00207 0.397 0.00254 0.488 0.00304 0.583 

Working Loss Ermssi~ 

0.00357 1 0.683 
n Factors 

ons tank throughp~ 

0.335 

Ib per day (or year) per 1000 ga 

0.200 0.244 0.289 



FYI 114 

Use of Table I to estimate emissions from a wine storage tank can be demonstrated by 
examples: 

Example 1 (uninsulated tank) - estimate the daily and annual potential to emit for an 
uninsulated 100,000 gallon nominal capacity steel storage tank to store wine with 14 ' 

vol% ethanol . Maximum daily throughput is 100,000 gallons. Maximum annual 
throughput will be 600,000 gallons per year. 

Since the table provides breathing loss emission factors for 105,000 gallons and 45,000 
gallons, breathing loss emission factors must be interpolated from the table for 14 % 
ethanol as follows: 

Interpolated breathing loss factors: , Daily 0.00328 (for 100,000 gallon tank) 
(Ib-VOC11000 gallons tank capacity) Annual 0.61 9 (for 100,000 gallon tank) 

The working loss factors are a function of ethanol content only and may be taken 
directly from the table as follows: 

Working loss emission factors: Daily 0.289 
(Ib-VOC11000 gallons tank throughput) Annual 0.198 

Daily PE consists of the sum of the daily working and the daily breathing losses: 

Daily PEwoking = 100,000 gallonslday x 0.289 Ib-VOCl1000 gallons = 28.9 Ib-VOCIday 
Daily PEbreathing = 100,000 gallonslday x 0.00328 Ib-VOC/1000 gallons = 0.3 Ib-VOC/day 
Daily PE = Daily PEworking + Daily PEbreathingZ 28.9 + 0.3 = 29.2 Ib-VOC/day 

Annual PE consists of the sum of the annual working and the annual breathing losses: 

Annual PEwoning = 600,000 gallonslyear x 0.198 Ib-VOC11000 gallons = 1 19 Ib-VOCIyear 
Annual PEbrealhing = 100,000 gallonslday x 0.61 9 Ib-VOCII 000 gallons = 62 Ib-VOC/day 
Annual PE = Annual PEwoking + Annual PEbreathing = 1 19 + 62 = 181 Ib-VOCIyear 

DEL conditions for this example would be: 

Ethanol content of wine in this tank shall not exceed 13.9 percent by volume. 
[District Rule 22011 

Tank throughput shall not exceed either of the following limits: 100,000 gallons in 
any one day or 600,000 gallons per year. [District Rule 22011 

Example 2 (insulated tank)- same tank and conditions except the tank is insulated. 

For insulated tanks, breathing losses can be assumed to be negligible. Therefore, 

Daily PEbrealhing = Annual PEbreathlng = 0 

And, 
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Daily PE = Daily PEwoning = 28.9 Ib-VOCIday 
Annual PE = Annual PEwoking = 11 9 Ib-VOCIyear 

DEL conditions will be the same as example 1. However, the equipment description 
should indicate that the tank is insulated. 

Example 3 (insulated tank) - same tank as example 2 except there will be no DEL 
condition for maximum ethanol O h  

An ethanol content of 20% is a maximum for wine storage. Therefore, use of the 20% 
emission factors allows deletion of the DEL condition limiting wine ethanol content. 
Since the tank is insulated there are no breathing losses. Working loss factors for 20% 
ethanol are: 

Working loss emission factors: Daily 0.432 
(Ib-VOCI1000 gallons tank throughput) Annual 0.297 

Daily PEwoking = 100,000 gallonslday x 0.432 Ib-VOC11000 gallons = 43.2 Ib-VOCIday 
Annual PEwoking = 600,000 gallonslyear x 0.297 Ib-VOC11000 gallons = 178 Ib-VOCIyear 

Daily PE = Daily PEwoking = 43.2 Ib-VOCIday 
Annual PE = Annual PEwoking = 178 Ib-VOCIyear 

DEL condition for this example would be: 

Tank throughput shall not exceed either of the following limits: 700,000 gallons in 
any one day or 600,000 gallons per year. [District Rule 22071 

The equipment description should indicate that the tank is insulated. 

Wine Fermentation Tanks 

During the wine fermentation process, sugar in the grape juice reacts with yeast to form 
alcohol (ethanol) and carbon dioxide (Con) gas. Ethanol is emitted into the atmosphere 
through evaporation. According to Williams and ~oultonl', the only important 
mechanism for ethanol loss is equilibrium evaporation into the escaping Con stream. 
The physical entrainment of ethanol droplets in the Con gas is insignificant in modern 
enclosed fermentation vessels. These researchers' model indicates that as fermentation 
temperature increases, ethanol loss increases exponentially. Since red wines are 
fermented at significantly higher temperatures than white wine, a different emission 
factor is required for each case. 

L.A. Williams and R. Boulton, Modeling and Prediction of Evaporative Ethanol Loss During Wine 
Fermentation, American Journal of Enology and Vitriculture, 32:234-242, (1983). 

4 



FYI 114 

Annual Fermentation Emission Factors' 

The California Air Resources Board (CARB) has established annual emission factors for 
fermentation of both red and white wines, based on the computer model developed by 
Williams and Boulton. The emission factors were developed for purposes of emission 
inventory estimation and represent a typical wine fermentation operation based on 
average fermentation temperatures and average initial sugar concentrations (OBrix) and 
are presented in Emissions Inventory Procedural Manual, Section 5.1, Air Resources 
Board, 1997. These factors have been adopted by the District in Rule 4694, Wine 
Fermentation and Storage Tanks. The established factors are as follows: 

Red Wine Fermentation: 6.2 Ib-VOC11000 gallons fermented per year 
(78 OF fermentation temperature, 21.8 'Brix) 

White Wine Fermentation: 2.5 Ib-VOCII 000 gallons fermented per year 
(58 OF fermentation temperature, 20.4 'Brix) 

Daily Fermentation Emission Factors 

The District has developed factors for daily Potential to Emit using the previously- 
referenced research by Williams and Boulton (see Appendix B). To ensure the factors 
represent true Potential to Emit, the daily emission factors were developed based on 
typical maximum fermentation temperatures and starting sugar concentrations rather 
than average values: 

Red Wine Fermentation: 3.46 Ib-VOC11000 gallons tank capacity per day 
(85 OF fermentation temperature, 22.5 'Brix) 

White Wine Fermentation: 1.62 Ib-VOC11000 gallons tank capacity per day 
(70 OF fermentation temperature, 22.5 OBrix) 

Example 4 (fermentation tank) - estimate the daily and annual potential to emit for a 
200,000 gallon nominal capacity fermentation tank to exclusively ferment red wine. 
Maximum fermentation throughput will be. 900,000 gallons red wine per year. The tank 
will not be used for storage. 

Daily PEfenentation = 3.46 Ib-VOCIday per 1000 gallons nominal tank capacity x 200 Mgal nominal 

Daily PEermenta,ion = 692.1 lblday 

Daily PE = Daily PEkmentation = 692.1 Iblday 

Annual PE =.6.2 Ib-VOC per 1000 gallons fermented x 900 Mgallyear = 5,580 Ib-VOClyr 

Example 5 (fermentation and storage tank) - estimate the daily and annual potential to 
emit for a 100,000 gallon nominal capacity fermentation tank to ferment red wine. 
Maximum fermentation throughput will be 450,000 gallons red wine per year. The tank 
will also be used for storage identical with example 1: 
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In this case, 

Daily PE = the larger of either Daily PEfermentation or Daily PEstorage 

And. 

Annual PE = Annual PEfermentation + Annual PEstorage 

Calculating the Daily PE: 

Daily PEfementation = 3.46 Ib-VOClday per 1000 gallons nominal tank capacity x 100 Mgal nominal 

Daily PEkrmenta,,on = 346.0 I b-VOCIday 

From example 2, 

Daily PEstomge = 28.9 Ib-VOCIday 

Therefore, 

Daily PE = 346.0 Iblday 

Calculating the Annual PE: 

Annual PEfemen,ation = 6.2 Ib-VOC per 1000 gallons fermented x 450 Mgallyear = 2,790 Ib-VOCiyr 

From example 2, 

Annual PEStorage = 1 19 lb-VOCIyear 

Therefore, 

Annual PE = 2,790 + 119 = 2,909 Iblyear 
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Appendix A (FYI 114) 

Basis, Assumptions and Methodology Employed to Develop Table I 
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VOC's are emitted from wine handling and storage operations as volatilized ethanol. Wine is 
produced in the San Joaquin Valley by fermentation during the "crush" season, an 
approximate 12 week period coinciding with the grape harvest (late August to mid- 
November). Subsequently, the wine is transferred a number of times between storage tanks 
to perform various polishing operations such as "racking" (decantation for separation of 
sediment), filtration, malolactic fermentation (breakdown of malic acid to lactic acid and 
carbon dioxide), and bottling operations. Since the bottling process is a year-round operation, 
each batch of wine will have a definite residence time in storage, prior to bottling, which 
includes the time spent in performing the various post-fermentation polishing processes. The 
post-fermentation polishing operations result in "working losses" from the storage tanks since 
they require draining and filling the tanks several times. Storage prior to bottling generates 
"breathing losses" from the tanks. 

Since ethanol in water constitutes an organic liquid, the TANKS program can be utilized to 
determine the estimated VOC (ethanol) emissions. However, obtaining accurate results from 
the TANKS program requires that the organic liquid be accurately characterized in terms of 
vapor pressure of the liquid and the composition of the equilibrium vapor phase. Since 
ethanol and water are highly polar compounds, they form a non-ideal mixture, i.e., the 
mixture does not follow Raoult's law, and, as a result, direct estimation of vapor pressure and 
equilibrium vapor phase concentration, based only on pure component vapor pressures, is 
not practical and experimental data are required. 

In order to effectively utilize TANKS to estimate VOC emissions from wine storage, 
experimental data supplied by the Wine lnstitute for the vapor pressure of ethanol over wine 
can be utilized, along with the asumption that water will behave ideally (a good assumption 
since the liquid phase is over 95% water on a molar basis). 

Use of the above approach and the data supplied the Wine lnstitute to calculate storage tank 
emissions is demonstrated in the following: 

Emission Factor Calculation for Wine Storage Tanks 

General Calculation Procedure: 

Characterize wine in terms of molecular weight' of liquid and vapor phase and the total 
vapor pressure over wine. 
Input data, along with tank parameters into Tanks 4.0. Output from Tanks 4.0 is total' 
vapor phase emissions (including water) in Iblyear. 
Back calculate ethanol emissions from vapor phase ethanol concentration. 

Assumptions: 

The ethanol (EtOH) concentration of wine is 8 to 20 volume %. For demonstration, a 
concentration of 14 volume % will be assumed. 
A storage tank located in Fresno will be considered to be representative of any San 
Joaquin Valley location. 
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One gallon of ethanol (EtOH) at 60 OF weighs 6.6097 Ib (27 CFR 30, Table No. 5, 
Gauging Manual for the Alcohol and Tobacco Tax and Trade Bureau, U. S. Dept. of the 
Treasury). 
100 gallons of 14 vol% wine contains 14 gallons of ethanol and 87.1 gallons of water (27 
CFR 30, Table No. 5, Gauging Manual for the Alcohol and Tobacco Tax and Trade 
Bureau, U. S. Dept. of the Treasury). 
Density of water is 8.34 Iblgal. 
Partial pressure of ethanol over wine is given in the attached table provided by the Wine 
Institute (Attachment I). 
Water behaves ideally according to Raoult's Law, i.e., partial pressure of water in the 
vapor phase is the product of the liquid phase water mole fraction and the vapor pressure 
of pure water at the system temperature. 
The storage tank is equipped with a pressurelvacuum valve. 
The molecular weights of ethanol and water are 46.02 and 18.02 respectively. 
Tank height to diameter ratio is 1.3 (typical). 
Tanks are dome-roof configuration. 
Tanks are equipped with a pressurelvacuum valve. 
Tanks are filled to 98% of the tank height (industry practice to minimize air contact with 
wine). 
TANKS 4.0 defaults are used for all other data. 

Calculations: 

1. Calculate molar fractions and average molecular weights for liquid and vapor phases: 

Liquid Phase Molecular Weight (calculation basis 100 qallons of 14 vol% wine) 

Lb-mols EtOH = 100 gal wine x 14 gal EtOH1100 gal wine x 6.61 Ib EtOHlgal 
EtOH x I rnol EtOH146.02 Ib EtOH 

Lb-mols EtOH = 2.01 Ib-mols EtOH 

Lb-mols H20 = 100 gal wine x 87.1 gal H201100 gal wine x 8.34 Ib H20lgal H20 
x I rnol H20118.02 Ib H20 

Total Mols in 100 gal wine = 2.01 + 40.31 = 42.32 mols 

x, = liquid rnol fraction EtOH = 2.01142.32 = 0.0475 

x, = liquid rnol fraction H20 = 40.31142.32 = 0.9525 

Average Molecular weight of liquid = (0.0475 x 46.02) + (0.9525 x 18.02) 
= 19.35 



Appendix A 

Vapor Phase Molecular Weiqht and Total Vapor Pressure Over Wine 

Total vapor pressure over wine is the sum of the partial pressure of EtOH plus the partial 
pressure of water: 

Total Pressure (PI) = Partial Pressure EtOH (Pa) + Partial Pressure Water (P,) 

Pa is taken from Attachment I for 14 vol% wine. 

Pw = Liquid Mol Fraction Water x Vapor Pressure Pure Water at System 
Temperature (VP,) 

Pw = 0.959 x VP,. whereVP, is taken from The Steam Tables, J. Keenan et al. 

The mol fraction EtOH in the vapor phase is then calculated as: 

Ya=Pa/Pt, 

and the average molecular weight (AMW) of the vapor phase is then calculated as: 

AMW = (y, x Molecular Weight EtOH) + ((1- ya) x Molecular Weight Water) 

Performing the above calculations for temperatures ranging from 40 to 100 OF yields the 
following table of results: 

Properties at 65 OF will be used to establish the average molecular weight of the vapor 
phase since this is near the average annual temperature for Fresno. Interpolating from 

Characterization of Vapor Phase Over 14 vol% Wine 

O F  

40 
50 
60 

70 

80 
90 
100 

Pa(in wine) 
psia 
0.0548 
0.0792 
0.1 129 

0.1 587 

0.2203 
0.3023 
0.4101 

PW 
, psia 
0.1 158 
0.1695 
0.2441 

0.3459 

0.4832 
0.6656 

0.9052 

Pt(wine) 
psia 
0.1698 
0.2474 
0.3551 

0.501 9 

0.6997 
0.9626 
1.3081 

Ya 

0.3228 
0.3201 
0.3179 

0.3162 

0.3149 
0.3140 
0.3135 

AMW ' 

27.06 
26.98 
26.92 

26.87 

26.84 
26.81 

26.80 
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above, the vapor phase is characterized by an EtOH mol fraction of 0.3171 and an 
average molecular weight of 26.90 per the calculations above. 

2. Calculate Expected Vapor Emissions Via Tanks 4.0 based on the above characterization: 

Input total vapor pressure for 14 vol% wine (from table above), and the average molecular 
weights for vapor and liquid determined above, into TANKS 4.0 (chemical database). To 
demonstrate a tank simulation and the manner in which the emission factors of Table 1 
were generated, the following tank configuration will be input into TANKS 4.0 for a 
nominal tank capacity of 25,000 gallons:: 

Tank Diameter: 14.66 feet 
Tank Height: 19.79 feet 
Tank Fill Height: 19.39 feet (normal and maximum) 
Working Capacity: 24,481 gallons 
Tank Throughput: 24,481 gallons (1 turnover) 

Simulating this tank with 14 vol% ethanol by distributing the annual throughput evenly 
over all 12 months and selecting a detailed annual report, the simulation results indicate 
the following: 

Annual Working Losses: 8.96 Ib-vapor 
Annual Breathing Losses: 28.78 Ib-vapor 
Monthly Working Loss for July 1.0860 Ib-vapor 
Monthly Breathing Loss for July 4.7477 Ib-vapor 

3. Back-calculate the EtOH emissions and the Emission Factors: 

The ethanol content of the vapors are calculated based on the average molecular weight 
of the vapors and the mole fraction of ethanol in the vapor as follows: 

EtOH'% in Vapor =. 1 Ib-vapor x 1 mol-vaporl26.90 Ib-vapor x 0.3171 mol- 
EtOHImol-vapor x 46.02 Ib-EtOHImol-EtOH 

EtOH % i'n Vapor = 54.25% by weight 

Annual working losses are strictly a function of the tank throughput and the ethanol 
content of the stored material. The annual ethanol working losses and emission factors 
can be calculated as: 

Annual Working Losses = 8.96 x 54.25% = 4.86 lb-EtOHlyr 
Annual Working Loss Emission Factor @ 14% EtOH = working lossltank throughput 
Annual Working Loss Emission Factor @ 14% EtOH = 4.86124,481 = 0.198 Ib-EtOHI 

1000 gal throughput 

Annual breathing losses are a function of both the tank size and the ethanol content of the 
stored material. The annual ethanol breathing losses and emission factors can be 
calculated as: 
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Annual Breathing Losses = 28.78 x 54.25% =15.61 Ib-EtOHlyr 
Annual Breathing Loss Emission Factor @ 14% EtOH = breathing lossltank working 

capacity 
Annual Working Loss Emission Factor @ 14% EtOH = 15.61124,481 = 0.638 Ib-EtOHI 

1000 gal capacity 

Dailv workins losses are proportional to the daily tank throughput at a given ethanol 
percentage. Since the TANK 4.0 output is for the entire month of July (month of highest 
emissions) based on evenly distributing the annual throughput in each month of the year, 
tank throughput for July is 24,481 gallons112 = 2,040 gallons. 

Monthly Working Loss for July = 1.0860 Ib-vapor x 54.25% = 0.589 Ib-EtOH 

The average monthly working loss emission factor for July is assumed to be the maximum 
daily emission factor. Therefore: 

Daily Working Loss Emission Factor @ 14% EtOH = working lossltank throughput 
Daily Working Loss Emission Factor @ 14% EtOH = 0.589/2,040 gal = 0.2888 Ib-EtOHI 

1000 gal throughput 

Daily breathina losses are equal to the monthly loss for July divided by 31. Therefore, 

Daily Breathing Loss = 4.7477 Ib-vapor x 54.25% EtOHl31 = 0.0831 Ib-EtOH 
Daily Breathing Loss Emission Factor @ 14% EtOH = breathing lossltank capacity 
Daily Breathing Loss Emission Factor @ 14% EtOH = 0.831124,481 gal = 0.0339 Ib-EtOHl 

1000 gal capacity 
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Daily Emission Factor for Wine Fermentation 
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The emission factor for daily PE is based on the following: 

Estimation of maximum daily fermentation emissions is based on Figure 7 from the 
Williams and Boulton work referenced in the body of this document. 

Maximum red wine fermentation temperature is assumed to be 85 OF. 

Maximum white wine fermentation temperature is assumed to be 70 OF 

Maximum working capacity of a red wine fermenter is 80% of tank maximum capacity. 

Maximum working capacity of a white wine fermenter is 95% of tank maximum capacity. 

Figure 7 from Williams and Boulton indicates the ethanol emission rate (mg per hour per liter 
of wine) versus time for various fermentation temperatures. The total emissions in mg per 
liter of wine for any time period is the area under the curve. Thus, for any given temperature, 
figure 7 can be graphically integrated over the 24 hour period during which maximum 
emissions occur. A copy of figure 7 is attached which indicates the integration interval for red 
wine (85 OF) and for white wine (70 OF). Results of integration of Figure 7 are presented in 
the following table: 

Graphical Integration Results to Determine Daily Fermentation Emission 
Factor from Figure 7 of Williams and Boulton 

Maximum 24 hour Emissions 
(mglliter of wine per day) 

Maximum 24 hour Emissions 
( I  b11000 gallons of wine per day) 

Maximum Batch Size 
(O/O of Tank Capacity) 

Daily Emission Factor 
(Ibl1000 gallons tank capacity per day) 

Red Wine 

51 8.6 

4.33 

8 0 '10 

3.46 

White Wine 

203.9 

1.70 

95% 

1.62 
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Post Project Fermentation Emission Potential (PE*) 



Determination of Post Project Fermentation Emission Potential (PE*) 

Post Project Basis: 
o Red Fermentation Capacity: 32,381,947 
o White Fermentation Capacity: 32,433,547 
o Total Tank Capacity: 32,433,547 
o All other basis as stated in Section VII.C.l & 2 

The combined post project emission potential for fermentation for this facility's wine 
fermentation operation is determined in the following sequence of calculations: 

1. Potential fermentation emissions from a 100% white wine production scenario are 
first determined: 

White wine production capacity is determined as the lesser of the production 
capacities of either the crushing or pressing equipment or wine fermentation tanks at 
the facility: 

Ww = White wine production capacity (gallons per year as measured immediately 
after pressing) is the lesser of the'following four calculations: 

W1 = C x Dw x M (limited by crusher capacity) 

W2 = P x Dw x M (limited by pressing capacity) 

W3 = (VW x FW x Dw) I Wm (limited by white fermenter volume) 

W4 = (VT x Dw) I RW (limited by overall tank processing) 

where, 

C = grape crushing capacity = 10,368 tonslday 
Dw = days in a white wine crush season = 120 days 
Fw = Fill factor for white wine fermentation = 95% 
M = gallons of grape juice produced per ton of grapes = 200 gallonslton 
P = pressing capacity = 14,740 tons per day 
WW = White fermentation period = 10 days 
RTW = Total winery retention time for white wine, 40 + 10 = 50 days 
Vnnr = total volume of white wine fermenters = 32,433,547gallons 
VT = Total Winery Cooperage (gal) = 32,433,547 gallons 

Potential white wine fermentation emissions are then determined by applying the 
white fermentation emission factor stated in FYI-114: 

Eh = white wine emission factor = 2.5 Ib-VOCII 000 gal 

Performing the above calculations yields: 

W1 = 248.8 MGIyear (million galslyear) 

W2 = 353.8 MGIyear 

W3 = 369.7 MGIyear 

W4 = 77.8 MGIyear 



Selecting Ww = W4 = 77.8 MGIyear and applying the emission factor for white wine 
fermentation yields: 

PEwhiefermentation = 194,601 Ib-VOCIyear 

2. Potential fermentation emissions from a 100% red wine production scenario are then 
calculated: 

Red wine production capacity is determined as the lesser of the production capacities 
of either the crushing, pressing or tankage. 

WR = Red wine production capacity (gallons per year as measured immediately after 
pressing) and is the lesser of the following four calculations: 

W l  = C x D, x M (limited by crusher capacity) 

W2 = P x D, x M (limited by pressing capacity) 

W3 = (VFR x FR x D,) / RFR (limited by red fermenter volume) 

W4 = (VT x D,) / RTS (limited by overall tank processing) 

C = grape crushing capacity= 10,368 tonstday 
D, = days in a red wine crush season = 120 days 
FR = Fill factor for red wine fermentation = 80% 
M = gallons of grape juice produced per ton of grapes = 200 gallons/ton 
P = pressing capacity = 14,740 tons per day 
RFR = Red fermentation period = 5 days 
RTS = Total winery retention time for red wine, 40 + 5 = 45 days 
VFR = total volume of red wine fermenters = 32,381,947 gallons 
VT = Total Winery Cooperage = 32,433,547 gallons 

Potential red wine fermentation emissions are then determined by applying the red 
fermentation emission factor stated above. 

Err = red wine emission factor = 6.2 Ib-VOC/l000 gal (District Rule 4694) 

Performing the above calculations yields 

W l  = 248.8 MGIyear (million galslyear) 

W2 = 353.8 MGIyear 

W3 = 621.7 MGIyear 

W4 = 86.5 MGIyear 

Selecting WR = W4 = 86.5 MGIyear and applying the emission factor for red wine 
fermentation yields: 

PEredfermentation = 536,235 Ib-VOCIyear 



3. The facility's PE for fermentation operations is then taken to be the greater of either 
the white or red PE's determined above. 
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Compliance Certification Letter 



July 7, 2010 

Mr. Derek Fdcuda 
San J0aquin Valley Air Pollution Control District 
1990 E. Gettysburg Ave. 
Fresno, CA 93726-0244 

Re: O'Neill Beverage Co., LLC 

Dear Mr. Fakudn: 

This letter is to inform the San Joaquin Valley Air Pollution Control District that O'Neill 
Beverage Co., LLC dba O'Neill Vintners & Distillers, as of July 7, 2010, operates no other 
facilities in California that would be deemed a major emission source other than the facility 
located at 841 8 S. Lac Jac Avenue in Parlier, California 

Matthew S. Towers 
Chief Operating Officer 
O'Neill Vintners & Distillers 

81 18 S. Luc Jac Avcnuc. Purlicr. Califnniu 93658 Tel: 559.638.3544 R x :  559.638.6272 
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District FYI 260 



SAN JOAQUIN VALLEY UNIFIED 
AIR POLLUTION CONTROL DISTRICT 

FYI - 260 

Date: June 9,2010 

To: Permit Services Staff 

From: Arnaud Marjollet 
Permit Services Manager 

Subject: Greenhouse Gas Emissions from Wine Fermentation Processes 

This FYI establishes that for the purpose of calculating potential increases in greenhouse gas 
(GHG) emissions, C02 emissions from wine fermentation processes are considered carbon 
neutral and are not included when calculating project specific GHG emissions. 

This FYI applies whenever calculating GHG emissions from project specific emissions from, 
wine fermentation and storage tanks. 

Background 

Terrestrial carbon sequestration is the process through which carbon dioxide (C02) from the 
atmosphere is absorbed by trees, plants and crops through photosynthesis, and stored as 
carbon in biomass (tree trunks, branches, foliage and roots) and soils. The term "sinks" is also 
used to refer to forests, croplands, and grazing lands, and their ability to sequester carbon. 
Agriculture and forestry activities can also release C02 to the atmosphere. Therefore, a carbon 
sink occurs when carbon sequestration is greater than carbon releases over some time period. 

Grape vines sequester C02 from the atmosphere to produce biomass, including grapes. Much 
of the C02 se uestered in grapes is in the form of glucose, which has a molecular weight of 9 180.16 g mol- . C02 has a molecular weight of 44.01 g mol-'. Fermentation yields two 
molecules of C02 per each molecule of glucose, resulting in a conversion ratio of 48.86 
percent, by weight. While these emissions are real, the amounts of carbon remaining 
sequestered in biomass and residual sugars in wine result in an overall long-term carbon 
balance which is considered to be a carbon sink. 

Furthermore, C02 emissions resulting from fermentation processes and C02 emissions 
released when grape biomass decays at a future date originates from atmospheric Con, which 
was absorbed by grape vines through photosynthesis. The, re-release of this short-term 
sequestered Con into the atmosphere would not result in an overall increase in atmospheric 
C02. Thus, these biogenic C02emissions are considered to be carbon neutral. 
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D'raft ATC's 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-333-2 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 6,500 GALLON STEEL WlNE STORAGE TANK (TANK #R0290) WITH PRESSURENACUUM VALVE 
AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WlNE 
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-333- 1. [District Rule 220 I] 

3. (98) No air conta~ninant shall be released into the atmosphere which causes a public nuisance. [District Rule 4 1021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 220 1 ] 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 I] 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspect~on to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and regulations of er governmental agencies which may pertain to the above equipment. Am 

C429535-2: Jul 182010 1 2 2 3 ~ ~ -  F U K U W  : Jointlnspanion NOT Requ~ned 

Central Regional Oftice 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-333-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 22011 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC11000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 22011 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 3 1,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set .pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 

Cb18-33>1: Jul18 1010 12.23PM - FUKUDAD 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-334-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 6,500 GALLON STEEL WlNE STORAGE TANK (TANK #R0291) WITH PRESSURENACUUM VALVE 
AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WlNE 
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-334-1. [District Rule 220 I] 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,991 pounds per year. [District Rule 220 I] 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 I] 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n ~ f ~ e r  governmental agencies which may pertain to the above equipment. 

Seyed Sadredfii m ~ c o  h 

, ,  , 7 

DAVID ~ ~ ~ ~ ~ k d i r x c t o r  of Permit Services 
Cb29-334-2: Jul 18 2010 12.24PM - FUKUDAO : Jdnt Inspection NOT RsquLed 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-334-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 220 11 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 lb-VOC11000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 220 11 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

1 1. The maximum wine storage throughput in this tank shall not exceed 3 1,000 gallons per day. [District Rule 22011 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 2201 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and.46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 220 I] 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220 1 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: 'C-629-335-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 6,500 GALLON STEEL WlNE STORAGE TANK (TANK #R0292) WITH PRESSURENACUUM VALVE 
AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WlNE 
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. {I 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-335-1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,991 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1'.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 , 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 1 ] 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and.application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n z f e e r  governmental agencies which may pertain to the above equipment. 

C-518-315-2: Jul182010 1224PM - FUKUOAD . Join Insp&ion NOT Rsquued 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-335-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 220 11 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 220 11 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 220 I] 

1 I .  The maximum wine storage throughput in this tank shall not exceed 3 1,000 gallons per day. [District Rule 220 I] 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1 .  [District Rules 220 1 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 220 1 and 46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 220 11 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220 1 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-336-2 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 6,500 GALLON STEEL WlNE STORAGE TANK (TANK #R0293) WITH PRESSURENACUUM VALVE 
AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WlNE 
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-336- 1. [District Rule 220 I] 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 220 1 ] 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PAl ,090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 11 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 lblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n s f M e r  governmental agencies which may pertain to the above equipment. 

C420-3582: &I 18 2010 12.24PM - FUKUDAD : Joint InspWlon NOT Reqvlred 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-336-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 220 I] 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC11000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 22011 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

1 1. The maximum wine storage throughput in this tank shall not exceed 3 1,000 gallons per day. [District Rule 22011 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures.in EPA Method 2 1 .  [District Rules 2201 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-337-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: . 
MODIFICATION OF 6,500 GALLON STEEL WlNE STORAGE TANK (TANK #R0294) WITH PRESSURENACUUM VALVE 
AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WlNE 
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. { 1829) The facility shalt submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-337-1. [District Rule 220 I] 

3. (98) No air contaminant shall be released into the atlnospliere which causes a public nuisance. [District Rule 4 1021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 220 I] 

5. The annual VOC wine storage emissio~i factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissiolis rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 I] 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for'complying with 
all laws, ordinances and regulations o f m e r  governmental agencies which may pertain to the above equipment. 

A 

Seyed s a d r e d a m m o  h 

8 1 ,  w 

DAVID ~ ~ ~ ~ ~ & r b i r z c t o r  of Permit Services 
C428431-2: All82010 I2.24PM - FUKUDAD . Jdm Inspaion NOT Required 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-337-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not 'exceed 4 10,502 Ib per year. 
[District Rule 220 I] 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 22011 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 3 1,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 220 I] 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220 1 and 46941 

C828-337-2. Jul16 2010 12 24PM - FUKUDAD 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-338-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 6,500 GALLON STEEL WINE STORAGE TANK (TANK #R0295) WITH PRESSURENACUUM VALVE 
AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WINE 
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1 .  (1 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-338-1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 220 11 

5. The annual VOC wine storage emissio~i factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units (2-629-289 through (2-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 11 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n s f m e r  governmental agencies which may pertain to the above equipment. 

Seyed S a d r e d o i  

DAVID WARNE irector of Permit Services 
C-620-33&1' J u l 1 8  1 0 1 0  1 1  25PM - FUKUDAO : J d n l  Inspalion NOT RsquYd 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-338-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 220 I] 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/I 000 gal). [District Rule 22011 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 3 1,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 220 1 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1 .  [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 220 I] 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When .used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 

Cb2B-338-2: h I 1 6  2010 12 25PM - FUKUDAD 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-339-2 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841.8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 196,000 GALLON STEEL WlNE STORAGE TANK (TANK #R0622) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. (1 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-339- 1. [District Rule 220 I] 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,991 bounds per year. [District Rule 220 I] 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 11 

6. Combined annual VOC emissions from wine storage operations.under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 11 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and regulations o f f l e r  governmental agencies which may pertain to the above equipment. 

I\ 

. .  . - 

C 8 1 0 - 3 3 9 2 .  hI I0 2010 1 2 . 2 ~ ~ ~ -  FUKUOAO - Jdnl lnspacllon NOT RsquIred 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-339-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 22011 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCII 000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOCI 1000 gal). [District Rule 220 I] 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

I I .  The maximum wine storage throughput in this tank shall not exceed 392,000 gallons per day. [District Rule 22011 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1 .  [District Rules 220 1 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontl.olled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period ofat least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 

C428-338.2: Jul 18 2010 12 25PM - FUKUDAD 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-340-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 196,000 GALLON STEEL WlNE STORAGE TANK (TANK #R0623) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. {I 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-340-1. [District Rule 220 I] 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 220 I] 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PAl .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 1 ] 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n ~ f ~ e r  governmental agencies which may pertain to the above equipment. 

Seyed s a d r e d i h m F c 0  o h 

, , ,  - 
DAVID ~ ~ ~ ~ ~ M i r % c t o r  of Permit Services 
C 4 2 W 0 - 2 :  Jul 16 lOl0 11 1SPM - FUKUDAD : Jdm Inspection NOT Rquvcd 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



nditions for (3-629-340-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 220 11 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/1 000 gal). [District Rule 220 11 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 220 I] 

The maximum wine storage throughput in this tank shall not exceed 392,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220 1 and 46941 

C-SIBJ4&2 - Jull.9 2010 1125PM - FUKUOAD 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-341-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 9364'8-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 196,000 GALLON STEEL WlNE STORAGE TANK (TANK #R0624) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1 .  { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-34 1- 1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4 1021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,991 pounds per year. [District Rule 220 I] 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PAl .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, thls 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and regulations o f m e r  governmental agencies which may pertain to the above equipment. 

A 

Seyed rnpco 
D h  

,,  , - 
DAVID W A R N E ~ ~ ~ ~ C ~ O ~  of Permit Services 
C810-341-1: J d  18 2010 12 25PM - FUKUDIU) . Jdnt Inspecl~on NOT Required 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for (2-629-341-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 220 11 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC11000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 22011 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

1 1. The maximum wine storage throughput in this tank shall not exceed 392,000 gallons per day. [District Rule 22011 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 . 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 

C-329341-2: Jul1.3 2010 12.25PM -- FUKUDAD 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-342-2 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 196,000 GALLON STEEL WlNE STORAGE TANK (TANK #R0625) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. {I 829) The facility shall submit an application to modiQ the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-342-1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,991 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PAl .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through (2-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallolls of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n y m e r  governmental agencies which may pertain to the above equipment. 

C82S-342-2' Jul 18 2010 12 25PM - FUKUDAD : Joim lnrpatlon NOT Required 

Central Regional OHice 1990 E. Gettysburg Ave. Fresno, CA  93726 (559) 230-5900 Fax (559) 230-6061 



ditions for C-629-342-2 (continued) Page 2 of 2 Con 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 220 11 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/I 000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/I 000 gal). [District Rule 22011 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 392,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the.operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days.after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 220 11 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission'factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220'1 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-343-2 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 86,780 GALLON STEEL WINE STORAGE TANK (TANK#R2035) WITH PRESSUREIVACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

1. (1 829) The facility shall submit an application tomodify the Title V permit in accordance with the timeframes and 
procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-343-1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41 021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor fol-each wine Bthanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine thl-oughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank 
capacity. [District Rule 220 I] 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-6950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled hnro years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and regulations o f m e r  governmental agencies which may pertain to the above equipment. 

A 

C828-345.2. Jul 16 2010 12.25PM - FUKUDID : Jdnt inspadion NOT Raqu~ed 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



nditions for (2-629-343-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 220 I] 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red wine Production-gal) x (6.2 Ib-VOCII 000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOCl1000 gal). [District Rule 220 I] 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief va!ve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 220 1 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220 1 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-344-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 86,780 GALLON STEEL WINE STORAGE TANK (TANK#R2036) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-344-1. [District Rule 220 I] 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 220 I] 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PAl .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 1 ] 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n s f m e r  governmental agencies which may pertain to the above equipment. 

Seyed ~ a d r e d i h m F c 0  
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DAVID W A R N E ~ ~ ~ C ~ O ~  of Permit Services 
C410.344.1' Jul 18 2010 12 25PM - FUKUDAD : Joim lnspsstion NOT RsquirW 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-344-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 41 0,502 Ib per year. 
[District Rule 220 I] 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 220 I] 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 220 I] 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 

C42B-344-2: Jul18 2010 12 25PM - FUKUDAD 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-3452 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 86,780 GALLON STEEL WlNE STORAGE TANK (TANK #R2037) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-345-1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41 021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following . 

equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 1 ] 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made afler an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and regulations o f m e r  governmental agencies which may pertain to the above equipment. 

I\ 

Seyed S a d r e d G i  rnpc0, 
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, , a  - 
DAVID W A R N E ~ ~ ~ ~ C ~ O ~  of Permit Services 
C818-3451: Jul 10 1010 1?25PM - FUKUDAD : Jan1 lnrpsnlon NOT Rqulred 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-345-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 41 0,502 Ib per year. 
[District Rule 220 I] 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/I 000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 22011 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 220 I] 

The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-346-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 86,780 GALLON STEEL WlNE STORAGE TANK (TANK #R2038) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. { 1829) The facility shal'l submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-346-1. [District Rule 220 I] 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4 1021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1.090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made alter an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n y m e r  governmental agencies which may pertain to the above equipment. 

CBI9-3482 : &I 16 2010 12:ZSPM - FUKUOAD - Jml lntp=Wn NOT Required 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA  93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-346-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 220 I] 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 lb-VOCI1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 22011 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1 .  [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-347-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 86,780 GALLON STEEL WlNE STORAGE TANK (TANK #R2039) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. (1 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures.of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-347-1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,991 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDlTIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5960 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n s m e r  governmental agencies which may pertain to the above equipment. 

Seyed S a d r e d h i  mp~~ Q b 

, ,  , - 
DAVID ~ ~ ~ ~ ~ w i r s c t o r  of  Permit Services 
C819-347-2: A1 16 2010 122SPM - FUKUDAD : Joint lnrpmlon NOT RquUad 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA  93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-347-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 220 11 

9. Total annual VOC emissions from wine fermentation operations shall be determined'by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC11000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 22011 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

11 .  The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in  accordance with the procedures in EPA Method 2 1 .  [District Rules 2201 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a uniq~ie identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 

C42k347-2 : Jul18 1010 12 25PM - FUKUDPD 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-348-2 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 86,780 GALLON STEEL WlNE STORAGE TANK (TANK #R2040) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. {I 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-348-1. [District Rule 220 11 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 220 1 ] 

5. The annual VOC wine storage emission'factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 11 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ibtday per 1000 gallons of tank 
capacity. [District Rule 220 1 ] 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled WO years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n 2 e e r  governmental agencies which may pertain to the above equipment. 

Seyed s a d r e d i h m D c 0  

, I ,  v 

DAVID W A R N E ~ ~ ~ % C ~ O ~  of Permit Services 
C82844k2  : dl 18 2010 12 25PM - FUKUDAD : Jdnt Inspdion NOT Requiled 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-348-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 22011 

Total annual VOC e~nissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCII 000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 22011 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. .[District Rules 2201 and 46941 

C-828-348-2: Jul10 ZOlO 12 25PM - FUKUDM 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-349-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 84 1 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 84 1 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 13,300 GALLON STEEL WlNE STORAGE TANK (TANK #R3030) WITH PRESSURENACUUM 
VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WlNE 
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1.  (1 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-349-1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4 1021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 220 11 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n g m e r  governmental agencies which may pertain to the above equipment. 

Cb28;UQZ. A1 182010 I2.26PM - FUKUDAD : Jan( lnrpactlon NOT Rsgunrsd 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA  93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-349-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 41 0,502 Ib per year. 
[District Rule 220 I] 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 lb-VOC11000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 22011 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 66,500 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 220 1 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220 1 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-350-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 13,300 GALLON STEEL WlNE STORAGE TANK (TANK #R3031) WITH PRESSURENACUUM 
VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WlNE 
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-3 50- 1 . [District Rule 220 I] 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 220 11 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n 2 m e r  governmental agencies which may pertain to the above equipment. 

Seyed 

DAVID WARNE irector of Permit Services 
C-928.350-2: Jul18ZOlO 1Z.ZBPM - FUKUDAO : Joim Inspanoen NOT Required 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-350-2 (continued) Page 2 of 2 

Total annual VOC eniissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 220 11 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC11000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 22011 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 66,500 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 220 1 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 220 11 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 

Cb1%35&2.  Jul18 2010 12 2BPM - FUKUDAD 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-351-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 13,300 GALLON STEEL WINE STORAGE TANK (TANK #R3032) WITH PRESSURENACUUM 
VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WINE 
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-35 1-1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,991 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the e~nissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 220 I] 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n y m e r  governmental agencies which may pertain to the above equipment. 

C.670451-2' Jul 16 2010 1228PM - FUKUDAD : Joint Inspectiin NOT Rsqulred 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-351-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 220 11 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 22011 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

11. The maximum wine storage throughput in this tank shall not exceed 66,500 gallons per day. [District Rule 22011 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 220 1 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: (2-629-352-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 13,300 GALLON STEEL WlNE STORAGE TANK (TANK #R3033) WITH PRESSURENACUUM 
VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WlNE 
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. (1 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-352-1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 220 I] 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made afler an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n ~ f w e r  governmental agencies which may pertain to the above equipment. 

Seyed S a d r e d b i  

a pcO 
DAVID WARNE irector of Permit Services 
C82k352-2: J u l l 6  2010 I~.WIPM- FUKUOM . Jam Inspeclion NOT Rsquud 
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Conditions for C-629-352-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 41 0,502 Ib per year. 
[District Rule 220 I] 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/l 000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 22011 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

1 1.  The maximum wine storage throughput in this tank shall not exceed 66,500 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 220 1 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1.  [District Rules 220 1 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 220 1 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 220 I] 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors.given in District Rule 4694). The information 

' 

shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch,-and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220 1 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-353-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 13,300 GALLON STEEL WlNE STORAGE TANK (TANK #R3034) WITH PRESSURENACUUM 
VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WlNE 
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. (1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-353-1. [District Rule 220 I] 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,991 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 I] 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n y m e r  governmental agencies which may pertain to the above equipment. 

C420-353-2: JuI 18 2OlO 12 28PM - FUKUOAD : Jdm Inspanion K ) T  Requvd 

Central Regional Oftice 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-353-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 41 0,502 Ib per year. 
[District Rule 220 I] 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCII 000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOCII 000 gal). [District Rule 22011 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 66,500 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1 .  [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220 1 and 46941 

C829-3511: Jul la 2010 11mPM - FUKUDAD 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-354-2 

LEGAL OWNER OR OPERATOR: ONEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 13,300 GALLON STEEL WlNE STORAGE TANK (TANK #R3035) WITH PRESSURENACUUM 
VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WlNE 
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-354-1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,991 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n 2 m e r  governmental agencies which may pertain to the above equipment. 

C-81C354-2' J d  18 1010 11 ZEPM - FUKUDAD : ~ d n t  lnspsn#on NOT Rquilsd 
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Conditions for C-629-354-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 220 11 

~ o t a l  annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCl1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 220 11 
The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 66,500 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 220 1 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 220 I] 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 220 I] 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-355-2 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

LOCATION: 

PARLIER, CA 93648-9708 

841 8 S LAC JAC AVE 
PARLIER, CA 93648. 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 13,300 GALLON STEEL WlNE STORAGE TANK (TANK #R3036) WITH PRESSURENACUUM 
VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WlNE 
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-355-1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4 1021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 220 I] 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 I] 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equlpment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n ~ f e e r  governmental agencies which may pertain to the above equipment. 

C428J55-2. J d  18 2010 1 2 . 2 8 ~ ~  - FUKUDAO : Joim Inspedion NOT Required 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-355-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 41 0,502 Ib per year. 
[District Rule 220 11 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 lb-VOCII 000 gal). [District Rule 22011 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 220 I] 

I I. The maximum wine storage throughput in this tank shall not exceed 66,500 gallons per day. [District Rule 220 I] 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 220 1 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2204 and 46941 

C628.35Cl: Julie 2010 12 2BPM - FUKUDAD 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-356-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 84.18 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 13,300 GALLON STEEL WlNE STORAGE TANK (TANK #R3037) WITH PRESSURENACUUM 
VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WlNE 
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. (1 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-356-1. [District Rule 220 I] 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOCemission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, ,specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and regulation~f-er governmental agencies which may pertain to the above equipment. 

C42035S-2: Jul 18 2010 12.28PM - FUKUDAD . Jdm lnsprtinn NOT Requited 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-356-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 22011 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC11000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOCI1000 gal). [District Rule 22011 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 66,500 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

The permittee shall'maintain records of the combined annual VOC emissions for permit units (2-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220 1 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-357-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 13,300 GALLON STEEL WlNE STORAGE TANK (TANK #R3038) WITH PRESSURENACUUM 
VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WlNE 
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. (1 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-357- 1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4 1021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,991 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PAl .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation.operations in this tank shall not exceed 3.46 Ibtday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled hnro years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n 2 w e r  governmental agencies which may pertain to the above equipment. 

C-528-151.2: bl 182010 12 2 8 ~ ~ -  FUKUDAD :   dint lnspsdlon NOT Rsguorsd 
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Conditions for C-629-357-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 22011 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/ 1000 gal). [District Rule 220 11 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 66,500 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation; [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-358-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

w 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 13,300 GALLON STEEL WlNE STORAGE TANK (TANK #R3039) WITH PRESSURENACUUM 
VALVE AND INSTALLED IN A CLIMATE CONTROLLED BUILDING: ADD THE ABILITY TO USE TANK FOR WlNE 
FERMENTATION AND INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. {I 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-358-1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 220 1 ] 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P. is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC e~nissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and regulationsf-er governmental agencies which may pertain to the above equipment. 

c47BJ58.3: &I 18 3010 1 1 3 ~ ~ -  FUKUDAD : jdm Inspeclion NOT Required 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-358-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 22011 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC11000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 22011 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 220 11 
1 1. The maximum wine storage throughput in this tank shall not exceed 66,500 gallons per day. [District Rule 220 I] 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 220 1 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 220 I] 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-359-2 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 45,226 GALLON STEEL WlNE STORAGE TANK (TANK #R2006) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1.  (1 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-359-1. [District Rule 220 1] 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,991 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n z m e r  governmental agencies which may pertain to the above equipment. 

C-520450.1: Jul 182010 12 2 7 ~ ~ -  FUKUDAD : Jolnf Inspacllon NOT Roqui8ed 
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Conditions for C-629-359-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 22011 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCII 000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 220 1 ] 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

11. The maximum wine storage throughput in this tank shall not exceed 135,000 gallons per day. [District Rule 22011 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 2201 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on'a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 



San Joaquin Valley 
~ i r  Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-360-2 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF MODIFICATION OF 45,226 GALLON STEEL WlNE STORAGE TANK (TANK #R2007) WITH 
PRESSURENACUUM VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND 
INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. {I 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-360- 1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,991 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = I .705259 * PA] .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and regulations o f m e r  governmental agencies which may pertain to the above equipment. 
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Conditions for C-629-360-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 220 I] 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCl1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOCII 000 gal). [District Rule 22011 

10. The ethanol content of wine stored in this tank shall not eiceed 23.9 percent by volume. [District Rule 22011 

1 I .  The maximum wine storage throughput in this tank shall not exceed 135,000 gallons per day. [District Rule 22011 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1.  [District Rules 2201 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

17. The shall maintain records of the combined annual VOC emissions for permit units (2-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-361-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF MODIFICATION OF 45,226 GALLON STEEL WlNE STORAGE TANK (TANK #R2008) WITH 
PRESSURENACUUM VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND 
INCLUDE IN THE EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-361-1. [District Rule 22011 

3. (98) No air contaminant shall be released into the-atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 220 1 ] 

5 .  The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PAl .090407; where EF is the VOC elnission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 1 ] 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n s ~ f ~ e r  governmental agencies which may pertain to the above equipment. 

Central Regional Office o 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-361-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 220 I] 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 220 11 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

1 1. The maximum wine storage throughput in this tank shall not exceed 135,000 gallons per day. [District Rule 22011 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 220 11 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220 1 and 46941 

C828J81-I: Jut 181010 lII7PM - FUKUDAD 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-362-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 84 1 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 45,226 GALLON STEEL WlNE STORAGE TANK (TANK#R2009) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-362- 1 .  [District Rule 220 I] 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4 1021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,991 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 220 11 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ibtday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
'OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n z f m e r  governmental agencies which may pertain to the above equipment. 

C-482-2: JuI 11 1010 12 27PM -- FUKUDAD : Joim Inspeclion NOT Required 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-362-2 (continued) , Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 220 I] 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC11000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 220 I] 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 135,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA.Method 21. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 220 I] 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 

C419381-I' Jul 18 1010 12 I7PM - FUKUDAD 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-363-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 45,226 GALLON STEEL WlNE STORAGE TANK (TANK #R2010) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-363- 1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operatibns under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n ~ ~ e r  governmental agencies which may pertain to the above equipment. 

C829-363-2: Jul18 2010 12 2 7 ~ ~ -  FUKUDAD : Joint Inspection NOT R q u w d  

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA  93726 (559) 230-5900 Fax (559) 230-6061 



nditions for C-629-363-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 220 I] 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCl1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 22011 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 135,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 220 1 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 220 1 and 46941 

The average' fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 220 I] 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 220.11 

When used forwine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220 1 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-364-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 45,226 GALLON STEEL WlNE STORAGE TANK (TANK #R2011) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. (1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-364- 1. [District Rule 220 I] 

3. (98) No air contaminant sha'll be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and regulat ionzf f ler  governmental agencies which may pertain to the above equipment. 

C420-284-2: Jul1E 2010 1 2 . 2 7 ~ ~ -  FUKUDM : ~ i n t  lnrpactlon NOT Raqubsd 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-364-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 220 11 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCI1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 220 I] 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 220 I] 

The maximum wine storage throughput in this tank shall not exceed 135,000 gallons per day. [District Rule 220 I] 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1 .  [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220 1 and 46941 

C 4 2 C W . 2  : Jd 18 2010 1227PM - FUKUDAD 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-365-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 120,000 GALLON STEEL WlNE STORAGE TANK (TANK #R2021) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. {I 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-365-1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4 1021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,991 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n 2 f m e r  governmental agencies which may pertain to the above equipment. 

Seyed 

DAVID WARNE irector of Permit Services 
CBPU-385-2: Jvl18 PO10 12 27PM - FUKUDAD . Joim l n r p ~ l o n  NOT Required 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-365-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 41 0,502 Ib per year. 
[District Rule 220 11 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCf 1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOCf 1000 gal). [District Rule 220 11 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

1 1.  The maximum wine storage throughput in this tank shall not exceed 363,000 gallons per day. [District Rule 22011 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be . 

determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 2201 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 220 1 and 46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 220 11 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 220 11 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220 1 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-366-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 120,000 GALLON STEEL WlNE STORAGE TANK (TANK #R2022) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1.  {I 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-366- I. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes-a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PAl .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 11 

CONDITIONS CONTMUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n s f m e r  governmental agencies which may pertain to the above equipment 

C.828-3662. Jul18 1010 11 1 7 ~ ~ -  FUI(~&D . Joint I n l p 3 i o n  NOT Required 

Central Regional Oftice 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-366-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 41 0,502 Ib per year. 
[District Rule 22011 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCII 000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 220 I] 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 363,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tankexceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 220 I] 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220 1 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-367-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 87,000 GALLON STEEL WlNE STORAGE TANK (TANK #R2041) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-367-1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4 1021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 220 11 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 11 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to detenine if the equipment can be operated In compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n s m e r  governmental agencies which may pertain to the above equipment. 

C.628-387.2. A118 2010 12 2 7 ~ ~  - FUKUOAO : Joint Inrpad~on NOT Rsguqrsd 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-367-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 22011 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 lb-VOC11000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 22011 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 



~ditions for C-629-368-2 (continued) Page 2 of 2 Con 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 41 0,502 Ib per year. 
[District Rule 220 I] 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC11000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 22011 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-369-2 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 87,000 GALLON STEEL WlNE STORAGE TANK (TANK #R2043) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V pecmit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC (2-629-369- 1. [District Rule 220 I] 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,991 pounds per year. [District Rule 220 11 

5 .  The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA 1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissio~ls from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 I] 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and regulations o f m e r  governmental agencies which may pertain to the above equipment. 

A 
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Conditions for C-629-369-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 22011 

9. Total annual voc emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 lb-VOCI1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 220 I] 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

1 1. The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 220 I] 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 220 1 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1.  [District Rules 220 1 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completi~~g fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 220 I] 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 220 I] 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-370-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 84 18 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 87,000 GALLON STEEL WlNE STORAGE TANK (TANK #R2044) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. (1 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-370-1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4 1021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,991 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units (2-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to detennine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n s f m e r  governmental agencies which may pertain to the above equipment. 
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Conditions for C-629-370-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine ferme~itation operations at this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 22011 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCII 000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 220 I] 

10. The ethanol content of wine stored in this. tank shall not exceed 23.9 percent by volume. [District Rule 220 I] 

1 1. The maximum wine storage throughput in this tank shall not exceed 26 1,000 gallons per day. [District Rule 22011 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1 .  [District Rules 2201 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 220.11 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 220 I] 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 

C829J7O.I:  All82010 12.28PM - FUKUDM 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-371-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 84 1 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 87,000 GALLON STEEL WlNE STORAGE TANK (TANK #R2045) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. {I 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
.the equipment authorized by ATC C-629-37 1-1. [District Rule 220 I] 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 220 I] 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORIW TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and regulations o f m e r  governmental agencies which may pertain to the above equipment. 

I\ 

Seyed S a d r e d n i  

a vco 
DAVID WARNE irector o f  Permit Services 
C-628-371.3: Jul 16 2010 l l 2 8 P M  - FUKUDM : Joint lnspedmon NOT Required 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA  93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-371-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year 
[District Rule 220 I] 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC11000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOCl1000 gal). [District Rule 22011 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 220 I] 

11. The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 220 1 and 46941 

15. The average fermentation temperature of each batch of'must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation e~nissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 220 I] 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 

C828-311-2: A118 2010 12 28PM- FUKUDAD 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-372-2 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 87,000 GALLON STEEL WlNE STORAGE TANK (TANK #R2046) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. (1 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-372- I. [District Rule 220 11 

3.  (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 220 11 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through (2-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT.OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n 2 M e r  governmental agencies which may pertain to the above equipment. 

Seyed Sadredfii mmco I) h 

, ,  , - 
DAVID ~ ~ ~ ~ ~ w i r e c t o r  of Permit Services 

- 
Ca29.372-2: Jul 18 2010 I2 2ePM - FUKUDM : Joint Inrp.cllon NOT Rsqulrod 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-372-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 41 0,502 Ib per year. 
[District Rule 22011 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/I 000 gal). [District Rule 22011 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

1 1. The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 220 1 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 220 1 and 
4'6941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 220 I] 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220 1 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-373-2 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 87,000 GALLON STEEL WINE STORAGE TANK (TANK #R2047) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. (1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-373-1. [District Rule 220 I] 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,991 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1.090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 1 ] 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n z f m e r  governmental agencies which may pertain to the above equipment. 

C42QJ71-2: Jul 18 2010 12.28PU - FUKUOAD : Joim Inrpedon NOT ~ & ! u e d  

Central Regional Office . 1990 E. Gettysburg Ave. . Fresno, C A  93726 . (559) 230-5900 . Fax (559) 230-6061 



Conditions for (2-629-373-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 22011 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 lb-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 22011 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 26 1,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve, set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve, the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-374-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 87,000 GALLON STEEL WlNE STORAGE TANK (TANK #R2048) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-374-1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 ,* PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equationts) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 I] 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n s f m e r  governmental agencies which may pertain to the above equipment. 

Seyed 

DAVID WARNE irector of  Permit Services 
C829-374-2: A1 10 2010 t ? laPM - FUKUDAD : Jdnt lnspanbn NOT Requited 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-374-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 220 11 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCl1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 220 11 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 220 I] 

1 1. The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 2201 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220 1 and 46941 

C420-574-2 : Jul18 2010 12 ZBPM - FUKUOAO 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-375-2 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 87,000 GALLON STEEL WINE STORAGE TANK (TANK #R2049) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WINE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1 .  { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-375-1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units (2-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 220 11 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units (2-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine rnove~nent and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPEWTE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n ~ ~ e r  governmental agencies which may pertain to the above equipment. 

C828575-2' Jul 18 2010 1228PM - FUKUDAD : Joinl lnmpaslion NOT Required 

Central Regional Office . 1990 E. Gettysburg Ave. Fresno, CA 93726 . (559) 230-5900 . Fax (559) 230-6061 



nditions for C-629-375-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 22011 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 220 I] 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 261,000 gallons perday. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fenhentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated . 

as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: (2-629-376-2 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 87,000 GALLON STEEL WlNE STORAGE TANK (TANK #R2050) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. (1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-376- 1. [District Rule 220 I] 

3. (98) No air contaminant shallse released into the atmosphere which causes a public nuisance. [District Rule 41,021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 220 I] 

5 .  The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n ~ ~ e r  governmental agencies which may pertain to the above equipment. 

C82BJ18-2 Jul 16 2010 1 2 . 2 6 ~ ~  - FUKUDAD . Joint Inspaction NOT Requitad 
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Conditions for C-629-376-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 22011 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCII 000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOCl1000 gal). [District Rule 22011 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

1 I .  The maximum wine storage throughput in this tank shall not exceed 26 1,000 gallons per day. [District Rule 220 I] 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 220 1 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 220 1 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 

C-829478-2. Jull8 2010 12 28PM -. FUKUDAD 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-377-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 87,000 GALLON STEEL WlNE STORAGE TANK (TANK #R2051) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1.  { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-377- 1. [District Rule 220 11 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units (2-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 220.11 

5 .  The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000.gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n s f m e r  governmental agencies which may pertain to the above equipment. 

C82k311.2.  Jul18 2010 12.28PM - FUKUDAD : Joint Inspecloon NOT Required 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



ditions for C-629-377-2 (continued) Page 2 of 2 Con 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 41 0,502 Ib per year. 
[District Rule 22011 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCII 000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 22011 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 220 1 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-378-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 87,000 GALLON STEEL WlNE STORAGE TANK (TANK #R2052) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. (1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-378-1. [District Rule 220 I] 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4 1021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 220 I] 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 1 ] 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n s f m e r  governmental agencies which may pertain to the above equipment. 

C.828-37&2. Jul18 2010 12 28PM - FUKUOAD . Jolm lnrpatlon NOT Raqumred 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-378-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 41 0,502 Ib per year. 
[District Rule 220 I] 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCII 000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOCII 000 gal). [District Rule 22011 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

1 1. The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 220 I] 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 220 1 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 220 I] 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 220 I] 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220 1 and 46941 

C429-378-2 &I 18 2010 12 28PU - FUKUDAD 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-379-2 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 84 1 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 87,000 GALLON STEEL WlNE STORAGE TANK (TANK #R2053) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1 .  { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-379- 1. [District Rule 220 I] 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,991 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled hvo years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n ~ f ~ e r  governmental agencies which may pertain to the above equipment. 

C42%37%2 : J d  18 2010 12 2 8 ~ ~ -  FUKUOAD : Joint Inspection M J T  R q u s e d  

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-379-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 220 11 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 lb-VOCI1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOCl1000 gal). [District Rule 220 I] 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

1 1. The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units (2-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: (2-629-380-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 87,000 GALLON STEEL WlNE STORAGE TANK (TANK #R2054) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1.  {I 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-380-1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,991 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1.090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 11 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MVST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n s f w e r  governmental agencies which may pertain to the above equipment. 

C4l9380.1: &I 10 2010 12 lSPM - FUKUOAD : Jo~m ln8pan#an NOT Raqutlad 

Central Regional Office rn 1990 E. Gettysburg Ave. Fresno, CA 93726 rn (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-380-2 (continued) Page 2 of 2 

8. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 220 11 

9. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCII 000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOCl1000 gal). [District Rule 22011 

10. The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

1 1. The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 220 11 

12. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

13. When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 2201 and 
46941 

14. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

15. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

16. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

17. The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

18. When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

19. When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-381-2 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 87,000 GALLON STEEL WlNE STORAGE TANK (TANK #R2055) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. {I 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-38 1-1. [District Rule 22011 

3. (98) No air colitaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units C-629-289 through C-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through C-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine lnovelnelit and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 I] 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (569) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n 9 m e r  governmental agencies which may pertain to the above equipment. 

C 4 2 Q J B l - 2 :  Jul18 2010 1l.lOPM - FUKUDAD . Jdnl Inspectton NOT Raquiled 
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Conditions for C-629-381-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 41 0,502 Ib per year. 
[District Rule 220 I] 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 22011 

The ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 220 I] 

The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 22011 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for, wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220 1 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-382-2 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
MODIFICATION OF 87,000 GALLON STEEL WlNE STORAGE TANK (TANK #R2056) WITH PRESSURENACUUM 
VALVE AND INSULATION: ADD THE ABILITY TO USE TANK FOR WlNE FERMENTATION AND INCLUDE IN THE 
EXISTING FACILITY-WIDE FERMENTATION VOC SLC 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. This Authority to Construct (ATC) shall be implemented prior to, or concurrently with, the modification and startup of 
the equipment authorized by ATC C-629-382- 1. [District Rule 22011 

3. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

4. Combined annual VOC emissions from all wine storage operations under permit units (2-629-289 through (2-629-382 
shall not exceed 8,99 1 pounds per year. [District Rule 22011 

5. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1;090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

6. Combined annual VOC emissions from wine storage operations under permit units C-629-289 through (2-629-382 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movelnellt and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

7. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

CONDITIONS CONTINUE b~ NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and regulationsf-er governmental agencies which may pertain to the above equipment. 

Seyed S a d r e d a i  

a 4?"-'fC0 
DAVID WARNE irector of Permit Services 

Central Regional Office rn 1990 E. Gettysburg Ave. Fresno, CA 93726 rn (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-382-2 (continued) Page 2 of 2 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year., 
[District Rule 220 11 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 lb-VOC11000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 lb-VOC11000 gal). [District Rule 220 I] 

The ethanol content of wine stored in this tank shall'not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 220 1 and 
46941 

When used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight condition, 
except when the operating pressure of the tank exceeds the valve set pressure. A ga&tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 220 11 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

The permittee shall maintain records of the combined annual VOC emissions for permit units C-629-289 through C- 
629-382 and those records shall be updated at least once per month. [District Rule 22011 

When used for wine storage, daily throughput records, including records of filling and emptying operations, the dates 
of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the volume of wine 
transferred, shall be maintained. [District Rule 46941 

When used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine contained in the 
tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-383-0 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
350,000 GALLON STEEL RED AND WHITE WlNE FERMENTATION AND WlNE STORAGE TANK (TANK #R0626) WITH 
PRESSURENACUUM VALVE AND INSULATION 

CONDITIONS 
1.  { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

3. Prior to operating any piece of equipment authorized by Authority to Construct permits C-625-383-0 through -43 1-0, 
permittee shall surrender VOC emission reduction credits for the following quantity of emissions: 1 st quarter - 1,250 
Ib, 2nd quarter - 1,250 Ib, 3rd quarter - 1,250 Ib, and fourth quarter - 1,250 Ib. Offsets shall be provided at the 
applicable offset ratio specified in Table 4-2 of Rule 220 1 (as amended 912 1/06). [District Rule 220 I] 

4. ERC Certificate Number S-3384-1 (or a certificate split from this certificate) shall be used to supply the required 
offsets, unless a revised offsetting proposal is received and approved by the District, upon which this Authority to 
Construct shall be reissued, administratively specifying the new offsetting proposal. Original public noticing 
requirements, if any, shall be duplicated prior to reissuance of these Authority to Construct permits. [District Rule 
22011 

5. Combined annual VOC emissions from all wine storage operations under permit units C-629-383 through C-629-43 1 
shall not exceed 5,000 pounds per year. [District Rule 220 I] 

6. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORlTY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and regu la t i ons f l e r  governmental agencies which may pertain to the above equipment. 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-383-0 (continued) Page 2 of 2 

7. Combined annual VOC emissions from wine storage operations under permit units C-629-383 through C-629-43 1 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

8. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank 
capacity. [District Rule 2201 ] 

9. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 41 0,502 Ib per year. 
[District Rule 220 I] 

10. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 22011 

1 1. Ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

12. The maximum wine storage throughput in this tank shall not exceed 392,000 gallons per day. [District Rule 22011 

13. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

14. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 2201 and 
46941 

15. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

16. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 F, calculated as 
the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 46941 

17. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

18. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 46941 

19. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-384-0 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
350,000 GALLON STEEL RED AND WHITE WlNE FERMENTATION AND WlNE STORAGE TANK (TANK #R0627) WITH 
PRESSURENACUUM VALVE AND INSULATION 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4 1021 

3. . Prior to operating equipment under this Authority to Construct, permittee shall surrender VOC emission reduction 
credits for the following quantity of emissions: 1st quarter - 26 Ib, 2nd quarter - 26 Ib, 3rd quarter - 25 Ib, and fourth 
quarter - 25 Ib. Offsets shall be provided at the applicable offset ratio specified in Table 4-2 of Rule 2201 (as amended 
912 1/06). [District Rule 220 1 ] 

4. ERC Certificate Number S-3384-1 (or a certificate split from this certificate) shall be used to supply the required 
offsets, unless a revised offsetting proposal is received and approved by the District, upon which this Authority to 
Construct shall be reissued, administratively specifying the new offsetting proposal. Original public noticing 
requirements, if any, shall be duplicated prior to reissuance of this Authority to Construct. [District Rule 220 I] 

5. Combined annual VOC emissions from all wine storage operations under permit units C-629-383 through C-629-43 1 
shall not exceed 5,000 pounds per year. [District Rule 22011 

6. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and regulations o f w r  governmental agencies which may pertain to the above equipment. 

I\ 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-384-0 (continued) Page 2 of 2 

Combined annual VOC emissions from wine storage operations under permit units C-629-383 through C-629-43 1 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ibtday per 1000 gallons of tank 
capacity. [District Rule 220 1 ] 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 220 I] 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 22011 

Ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 392,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 46941 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1 .  [District Rule 46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rule 46941 

The,average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 46941 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 46941 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period ofat least five years and made available for District inspection upon 
request. [District Rule 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-385-0 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 84 1 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 84 1 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
350,000 GALLON STEEL RED AND WHITE WlNE FERMENTATION AND WlNE STORAGE TANK (TANK #R0628) WITH 
PRESSURENACUUM VALVE AND INSULATION 

CONDITIONS 
1.  { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

3. Prior to operating any piece of equipment authorized by Authority to Construct permits C-625-383-0 through -43 1-0, 
permittee shall surrender VOC emission reduction credits for the following quantity of emissions: 1 st quarter - 1,250 
Ib, 2nd quarter - 1,250 Ib, 3rd quarter - 1,250 Ib, and fourth quarter - 1,250 Ib. Offsets shall be provided at the 
applicable offset ratio specified in Table 4-2 of Rule 2201 (as amended 912 1/06). [District Rule 220 11 

4. ERC Certificate Number S-3384- 1 (or a certificate split from this certificate) shall be used to supply the required 
offsets, unless a revised offsetting proposal is received and approved by the District, upon which this Authority to 
Construct shall be reissued, administratively specifying the new offsetting proposal. Original public noticing 
requirements, if any, shall be duplicated prior to reissuance of these Authority to Construct permits. [District Rule 
220 11 

5. Combined annual VOC emissions from all wine storage operations under permit units C-629-383 through C-629-43 1 
shall not exceed 5,000 pounds per year. [District Rule 22011 

6. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1.090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and regulations o f w e r  governmental agencies which may pertain to the above equipment. 

I\ 

C-828-3850: Jul 16 2010 12 28PM -- FUKUOAD : Jtim Inspection NOT Rsquhd 
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Conditions for C-629-385-0 (continued) Page 2 of 2 

7. Combined annual VOC emissions from wine storage operations under permit units C-629-383 through C-629-43 1 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage e~nission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

8. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

9. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 41 0,502 Ib per year. 
[District Rule 220 I] 

10. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCl1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC11000 gal). [District Rule 22011 

1 1. Ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

12. The maximum wine storage throughput in this tank shall not exceed 392,000 gallons per day. [District Rule 220 I] 

13. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 220 1 and 
46941 

14. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 2201 and 
46941 

15. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 220 1 and 46941 

16. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 F, calculated as 
the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 46941 

17. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

18. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 46941 

19. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220 1 and 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-386-0 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES co LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
350,000 GALLON STEEL RED AND WHITE WlNE FERMENTATION AND WlNE STORAGE TANK (TANK #R0629) WITH 
PRESSURENACUUM VALVE AND INSULATION 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

3. Prior to operating any piece of equipment authorized by Authority to Construct permits C-625-383-0 through -43 1-0, 
permittee shall surrender VOC emission reduction credits for the following quantity of emissions: 1st quarter - 1,250 
Ib, 2nd quarter - 1,250 Ib, 3rd quarter - 1,250 Ib, and fourth quarter - 1,250 Ib. Offsets shall be provided at the 
applicable offset ratio specified in Table 4-2 of Rule 220 1 (as amended 912 1/06). [District Rule 220 1 ] 

4. ERC Certificate Number S-3384-1 (or a certificate split from this certificate) shall be used to supply the required 
offsets, unless a revised offsetting proposal is received and approved by the District, upon which this Authority to 
Construct shall be reissued, administratively specifying the new offsetting proposal. Original public noticing 
requirements, if any, shall be duplicated prior to reissuance of these Authority to Construct permits. [District Rule 
22011 

5. Combined annual VOC emissions from all wine storage operations under permit units C-629-383 through C-629-43 1 
shall not exceed 5,000 pounds per year. [District Rule 22011 

6. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n y m e r  governmental agencies which may pertain to the above equipment. 

C-91WBBO: Jul 18 2010 11 18PM - FUKUOM : Jenl lnrpsnion NOT Repuued 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-386-0 (continued) Page 2 of 2 

Combined annual VOC emissions from wine storage operations under permit units C-629-383 through C-629-43 1 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 220 I] 

The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 11 
Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 220 I] 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCII 000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOCII 000 gal). [District Rule 220 11 
Ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 392,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 220 1 and 
46941 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 2201 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 F, calculated as 
the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 46941 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the'uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 46941 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 220 1 and 46941 

C-32OJB8.0 Jul18 2010 11 2OPM - FUKUDAD 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-387-0 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
350,000 GALLON STEEL RED AND WHITE WlNE FERMENTATION AND WlNE STORAGE TANK (TANK #R0630) WITH 
PRESSURENACUUM VALVE AND INSULATION 

CONDITIONS 
1. (1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

3. Prior to operating any piece of equipment authorized by Authority to Construct permits (2-625-383-0 through -43 1-0, 
permittee shall surrender VOC emission reduction credits for the following quantity ,of emissions: 1 st quarter - 1,250 
Ib, 2nd quarter - 1,250 Ib, 3rd quarter - 1,250 Ib, and fourth quarter - 1,250 Ib. Offsets shall be provided at the 
applicable offset ratio specified in Table 4-2 of Rule 220 1 (as amended 912 1/06). [District Rule 220 11 

4. ERC Certificate Number S-3384-1 (or a certificate split from this certificate) shall be used to supply the required 
offsets, unless a revised offsetting proposal is received and approved by the District, upon which this Authority to 
Construct shall be reissued, administratively specifying the new offsetting proposal. Original public noticing 
requirements, if any, shall be duplicated prior to reissuance of these Authority to Construct permits. [District Rule 
220 I] 

5. Combined annual VOC emissions from all wine storage operations under permit units (2-629-383 through C-629-43 1 
shall not exceed 5,000 pounds per year. [District Rule 22011 

6. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and regulationsf-er governmental agencies which may pertain to the above equipment. 

C418-3874: dl 18 X l l D  122BPM - FUKUDAD : Join Inspeaion NOT Requirad 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



iditions for C-629-387-0 (continued) Page 2 of 2 Cor 

7. Combined annual VOC emissions from wine storage operations under permit units C-629-383 through C-629-43 1 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 41 0,502 Ib per year. 
[District Rule 22011 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC11000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOCl1000 gal). [District Rule 22011 

Ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 392,000 gallons per day. [District Rule 220 I] 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rules 2201 and 
46941 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rules 220 1 and 
46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rules 2201 and 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 F, calculated as 
the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 46941 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 46941 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rules 2201 and 46941 

C828-3874: Jul182010 1228PM - FUKUDAD 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-388-0 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 

LOCATION: 

841 8 S LAC JAC AVE 
PARLIER, CA 93648-9708 

8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
87,000 GALLON STEEL RED AND WHITE WlNE FERMENTATION AND WlNE STORAGE TANK (TANK #R2057) WITH 
PRESSURENACUUM VALVE AND INSULATION 

CONDITIONS 
1 .  {I 829) The facility shall submit an application to modify the Title V permit in accordance with the timefiames and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

3. Prior to operating any piece of equipment authorized by Authority to Construct permits C-625-383-0 through -43 1-0, 
permittee shall surrender VOC emission reduction credits for the following quantity of emissions: 1 st quarter - 1,250 
Ib, 2nd quarter - 1,250 Ib, 3rd quarter - 1,250 Ib, and fourth quarter - 1,250 Ib. Offsets shall be provided at the 
applicable offset ratio specified in Table 4-2 of Rule 220 1 (as amended 912 1/06). [District Rule 220 I] 

4. ERC Certificate Number S-3384-1 (or a certificate split from this certificate) shall be used to supply the required 
offsets, unless a revised offsetting proposal is received and approved by the District, upon which this Authority to 
Construct shall be reissued, administratively specifying the new offsetting proposal. Original public noticing 
requirements, if any, shall be duplicated prior to reissuance of these Authority to Construct permits. [District Rule 
22011 

5. Combined annual VOC emissions from all wine storage operations under permit units C-629-383 through C-629-43 1 
shall not exceed 5,000 pounds per year. [District Rule 22011 

6. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquln Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n s f m e r  governmental agencies which may pertain to the above equipment. 

C819-3884 &I l e lOlO 1230PM - FUKUDAD Jolnt Inrpedlon NOT Rsqvuad 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-388-0 (continued) Page 2 of 2 

7. Combined annual VOC emissions from wine storage operations under permit units C-629-383 through C-629-43 1 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

8. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank 
capacity. [District Rule 22011 

9. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 41 0,502 Ib per year. 
[District Rule 220 11 

10. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 22011 

1 1. Ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

12. The maximum wine storage throughput in this tank shall not exceed 26 1,000 gallons per day. [District Rule 220 11 

13. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 46941 

14. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1 .  [District Rule 46941 

15. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rule 46941 

16. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 46941 

17. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

18. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 46941 

19. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-389-0 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
87,000 GALLON STEEL RED AND WHITE WlNE FERMENTATION AND WlNE STORAGE TANK (TANK #R2058) WITH 
PRESSURENACUUM VALVE AND INSULATION 

CONDITIONS 
1 .  {I 829) The facility shall submit an application to modify the Title V permit in accol-dance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4 1021 

3. Prior to operating any piece of equipment authorized by Authority to Construct permits C-625-383-0 through -43 1-0, 
permittee shall surrender VOC emission reduction credits for the following quantity of emissions: 1st quarter - 1,250 
Ib, 2nd quarter - 1,250 Ib, 3rd quarter - 1,250 Ib, and fourth quarter - 1,250 Ib. Offsets shall be provided at the 
applicable offset ratio specified in Table 4-2 of Rule 220 1 (as amended 912 1/06). [District Rule 22011 

4. ERC Certificate Number S-3384-1 (or a certificate split from this certificate) shall be used to supply the required 
offsets, unless a revised offsetting proposal is received and approved by the District, upon which this Authority to 
Construct shall be reissued, administratively specifying the new offsetting proposal. Original public noticing 
requirements, if any, shall be duplicated prior to reissuance of these Authority to Construct permits. [District Rule 
22011 

5. Combined annual VOC emissions from all wine storage operations under permit units C-629-383 through C-629-43 1 
shall not exceed 5,000 pounds per year. [District Rule 22011 

6. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1.090407; where EF is the VOC emission factor in pounds'of voc per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n 2 f m e r  governmental agencies which may pertain to the above equipment. 

C420U180: J u l l B  2010 12 3OPM - FUKUMD : JDin lmpsnlon NOT Required 

Central Regional Offtce 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-389-0 (continued) Page 2 of 2 

Combined annual VOC emissions from wine storage operations under permit units C-629-383 through C-629-43 1 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 I] 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 22011 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCl1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOCI1000 gal). [District Rule 22011 

Ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 46941 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rule 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 46941 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 46941 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-390-0 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
87,000 GALLON STEEL RED AND WHITE WlNE FERMENTATION AND WlNE STORAGE TANK (TANK #R2059) WITH 
PRESSURENACUUM VALVE AND INSULATION 

CONDITIONS 
1. (1 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

3. Prior to operating any piece of equipment authorized by Authority to Construct permits C-625-383-0 through -43 1-0, 
permittee shall surrender VOC emission reductio~i credits for the following quantity of emissions: 1st quarter - 1,250 
Ib, 2nd quarter - 1,250 Ib, 3rd quarter - 1,250 Ib, and fourth quarter - 1,250 Ib. Offsets shall be provided at the 
applicable offset ratio specified in Table 4-2 of Rule 2201 (as amended 912 1/06). [District Rule 220 I] 

4. ERC Certificate Number S-3384-1 (or a certificate split from this certificate) shall be used to supply the required 
offsets, unless a revised offsetting proposal is received and approved by the District, upon which this Authority to 
Construct shall be reissued, administratively specifying the new offsetting proposal. Original public noticing 
requirements, if any, shall be duplicated prior to reissuance of these Authority to Construct permits. [District Rule 
220 11 

5. Combined annual VOC emissions from all wine storage operations under permit units C-629-383 through C-629-43 1 
shall not exceed 5,000 pounds per year. [District Rule 22011 

6. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
' equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 

wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5960 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n 2 m e r  governmental agencies which may pertain to the above equipment. 

, I ,  v 

DAVID ~ ~ ~ ~ ~ k + b i r s c t o r  of Permit Services 
C829-390-0: Jul 18 2010 I2  30PM - FUKUDAD : Joim Inspea~on NOT Requvad 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-390-0 (continued) Page 2 of 2 

Combined annual VOC emissions from wine storage operations under permit units C-629-383 through C-629-43 1 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 220 I] 

The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank 
capacity. [District Rule 220 1 ] 

Total annual VOC emissions from all wine fermentation operations at.this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 220 I] 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 220 I] 

Ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 46941 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1 .  [District Rule 46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rule 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 46941 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 46941 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-391-0 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
87,000 GALLON STEEL RED AND WHITE WlNE FERMENTATION AND WlNE STORAGE TANK (TANK #R2060) WITH 
PRESSURENACUUM VALVE AND INSULATION 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4 1021 

3. Prior to operating any piece of equipment authorized by Authority to Construct permits C-625-383-0 through -43 1-0, 
permittee shall surrender VOC emission reduction credits for the following quantity of emissions: I st quarter - 1,250 
Ib, 2nd quarter - 1,250 Ib, 3rd quarter - 1,250 Ib, and fourth quarter - 1,250 Ib. Offsets shall be provided at the 
applicable offset ratio specified in Table 4-2 of Rule 220 1 (as amended 912 1/06). [District Rule 220 I] 

4. ERC Certificate Number S-3384-1 (or a certificate split from this certificate) shall be used to supply the required 
offsets, unless a revised offsetting proposal is received and approved by the District, upon which this Authority to 
Construct shall be reissued, administratively specifying the new offsetting proposal. Original public noticing 
requirements, if any, shall be duplicated prior to reissuance of these Authority to Construct permits. [District Rule 
220 11 

5. Combined annual VOC emissions from all wine storage operations under permit units C-629-383 through C-629-43 1 
shall not exceed 5,000 pounds per year. [District Rule 220 I] 

6. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PAl .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (569) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n 2 m e r  governmental agencies which may pertain to the above equipment. 

C-8Z3-3014: JuI 18 2010 12:30PM - FUKUDAD. : JDim InspatIan NOT Required 

Central Regional Office a 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 



Conditions for C-629-391-0 (continued) Page 2 of 2 

Combined annual VOC emissions from wine storage operations under permit units C-629-383 through C-629-43 1 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank 
capacity. [District Rule 22011 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 220 I] 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 lb-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 220 11 

Ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 46941 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rule 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 46941 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 46941 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-392-0 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
87,000 GALLON STEEL RED AND WHITE WlNE FERMENTATION AND WlNE STORAGE TANK (TANK #R2061) WITH 
PRESSURENACUUM VALVE AND INSULATION 

CONDITIONS 
1 .  {I 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

3. Prior to operating any piece of equipment authorized by Authority to Construct permits C-625-383-0 through -431-0, 
permittee shall surrender VOC emission reduction credits for the following quantity of emissions: 1st quarter - 1,250 
Ib, 2nd quarter - 1,250 Ib, 3rd quarter - 1,250 Ib, and fourth quarter - 1,250 Ib. Offsets shall be provided at the 
applicable offset ratio specified in Table 4-2 of Rule 2201 (as amended 9/21/06). [District Rule 220 I] 

4. ERC Certificate Number S-3384-1 (or a certificate split from this certificate) shall be used to supply the required 
offsets, unless a revised offsetting proposal is received and approved by the District, upon which this Authority to 
Construct shall be reissued, administratively specifying the new offsetting proposal. Original public noticing 
requirements, if any, shall be duplicated prior to reissuance of these Authority to Construct permits. [District Rule 
220 I] 

5. Combined annual VOC emissions from all wine storage operations under permit units C-629-383 through C-629-43 1 
shall not exceed 5,000 pounds per year. [District Rule 22011 

6. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PAl ,090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n 2 W e r  governmental agencies which may pertain to the above equipment. 

C-824: Jul181010 1 1 3 0 ~ ~ -  FUKUDAD : Jent lnlpsctlon NOT Rsguied 

Central Regional Office 1990 E. Gettysburg Ave. Fresno, CA 93726 (559) 230-5900 Fax (559) 230-6061 
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7. Combined annual VOC emissions from wine storage operations under permit units C-629-383 through C-629-43 1 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 220 11 

The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank 
capacity. [District Rule 220 1 ] 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 220 11 
Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 220 11 
Ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 46941 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rule 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 46941 

For each batch of must fermented in this tank, the operator shall record the fermentation completiondate, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 46941 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-393-0 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
87,000 GALLON STEEL RED AND WHITE WINE FERMENTATION AND WINE STORAGE TANK (TANK #R2062) WITH 
PRESSURENACUUM VALVE AND INSULATION 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41 021 

3. Prior to operating any piece of equipment authorized by Authority to Construct permits C-625-383-0 through -43 1-0, 
permittee shall surrender VOC emission reduction credits for the following quantity of emissions: 1 st quarter - 1,250 
Ib, 2nd quarter - 1,250 Ib, 3rd quarter - 1,250 Ib, and fourth quarter - 1,250 Ib. Offsets shall be provided at the 
applicable offset ratio specified in Table 4-2 of Rule 220 1 (as amended 912 1/06). [District Rule 220 I] 

4. ERC Certificate Number S-3384-1 (or a certificate split from this certificate) shall be used to supply the required 
offsets, unless a revised offsetting proposal is received and approved by the District, upon which this Authority to 
Construct shall be reissued, administratively specifying the new offsetting proposal. Original public noticing 
requirements, if any, shall be duplicated prior to reissuance of these Authority to Construct permits. [District Rule 
220 I] 

5. Combined annual VOC emissions from all wine storage operations under permit units C-629-383 through C-629-43 1 
shall not exceed 5,000 pounds per year. [District Rule 22011 

6. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 ,090407; where EF is the VOC e~nission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has ,commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n 2 M e r  governmental agencies which may pertain to the above equipment. 

t 8 1 0 ~ 0 ~ :  Jul18 2010 12 3 0 ~ ~ -  FUKUDAD: ~ & n t  ~ns~ocl ion NOT Requaled 

Central Regional Office w 1990 E. Gettysburg Ave. w Fresno, CA 93726 w (559) 230-5900 w Fax (559) 230-6061 



Conditions for C-629-393-0 (continued) Page 2 of 2 

Combined annual VOC emissions from wine storage operations under permit units C-629-383 through C-629-43 1 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 I] 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 220 I] 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOCII 000 gal). [District Rule 220 1 ] 

Ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 46941 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rule 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 46941 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 46941 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-394-0 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
87,000 GALLON STEEL RED AND WHITE WlNE FERMENTATION AND WlNE STORAGE TANK (TANK #R2063) WITH 
PRESSURENACUUM VALVE AND INSULATION 

CONDITIONS 
1. {I 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41 021 

3. Prior to operating any piece of equipment authorized by Authority to Construct permits C-625-383-0 through -43 1-0, 
permittee shall surrender VOC emission reduction credits for the following quantity of emissions: 1st quarter - 1,250 
Ib, 2nd quarter - 1,250 Ib, 3rd quarter - 1,250 Ib, and fourth quarter - 1,250 Ib. Offsets shall be provided at the 
applicable offset ratio specified in Table 4-2 of Rule 2201 (as amended 912 1/06). [District Rule 22011 

4. ERC Certificate Number S-3384-1 (or a certificate split from this certificate) shall be used to supply the required 
offsets, unless a revised offsetting proposal is received and approved by the District, upon which this Authority to 
Construct shall be reissued, administratively specifying the new offsetting proposal. Original public noticing 
requirements, if any, shall be duplicated prior to reissuance of these Authority to Construct permits. [District Rule 
220 I] 

5. Combined annual VOC emissions from all wine storage operations under permit units C-629-383 through C-629-43 1 
shall not exceed 5,000 pounds per year. [District Rule 22011 

6. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n s m e r  governmental agencies which may pertain to the above equipment. 
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Conditions for C-629-394-0 (continued) Page 2 of 2 

7. Combined annual VOC emissions from wine storage operations under permit units C-629-383 through C-629-43 1 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

8. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 I] 

9. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 41 0,502 Ib per year. 
[District Rule 22011 

10. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCII 000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOCII 000 gal). [District Rule 22011 

11. Ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

12. The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 220 I] 

13. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 46941 

14. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 46941 

15. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rule 46941 

16. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 46941 

17. For each batch of must fermented in this tank, the operator shall record,the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

18. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 46941 

19. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 46941 
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San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-3950 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
87,000 GALLON STEEL RED AND WHITE WlNE FERMENTATION AND WlNE STORAGE TANK (TANK #R2064) WITH 
PRESSURENACUUM VALVE AND INSULATION 

CONDITIONS 
1. (1 829) The facility shall submit an application to modifL the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 4 1021 

3. Prior to operating any piece of equipment authorized by Authority to Construct permits C-625-383-0 through -43 1-0, 
permittee shall surrender VOC emission reduction credits for the following quantity of emissions: 1 st quarter - 1,250 
Ib, 2nd quarter - 1,250 Ib, 3rd quarter - 1,250 Ib, and fourth quarter - 1,250 Ib. Offsets shall be provided at the 
applicable offset ratio specified in Table 4-2 of Rule 220 1 (as amended 912 1/06). [District Rule 22011 

4. ERC Certificate Number S-3384-1 (or a certificate split from this certificate) shall be used to supply the required 
offsets, unless a revised offsetting proposal is received and approved by the District, upon which this Authority to 
Construct shall be reissued, administratively specifying the new offsetting proposal. Original public noticing 
requirements, if any, shall be duplicated prior to reissuance of these Authority to Construct permits. [District Rule 
22011 

5. Combined annual VOC emissions from all wine storage operations under permit units C-629-383 through C-629-43 1 
shall not exceed 5,000 pounds per year. [District Rule 22011 

6 .  The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 220 I] 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and regulations o f f l e r  governmental agencies which may pertain to the above equipment. 

I\ 
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Conditions for C-629-395-0 (continued) Page 2 of 2 

Combined annual VOC emissions from wine storage operations under permit units C-629-383 through C-629-43 1 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 22011 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 41 0,502 Ib per year. 
[District Rule 220 I] 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC11000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOCl1000 gal). [District Rule 220 I] 

Ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 46941 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1. [District Rule 46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rule 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measure~nents for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 46941 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 2201 and 46941 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 46941 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 46941 

\ 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 46941 
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San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-396-0 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES'CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
87,000 GALLON STEEL RED AND WHITE WlNE FERMENTATION AND WlNE STORAGE TANK (TANK #R2065) WITH 
PRESSURENACUUM VALVE AND INSULATION 

CONDITIONS 
1. (1 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

3. Prior to operating any piece of equipment authorized by Authority to Construct permits C-625-383-0 through -43 1-0, 
permittee shall surrender VOC emission reduction credits for the following quantity of emissions: 1st quarter - 1,250 
Ib, 2nd quarter - 1,250 Ib, 3rd quarter - 1,250 Ib, and fourth quarter - 1,250 Ib. Offsets shall be provided at the 
applicable offset ratio specified in Table 4-2 of Rule 220 1 (as amended 912 1/06). [District Rule 22011 

4. ERC Certificate Number S-3384-1 (or a certificate split from this certificate) shall be used to supply the required 
offsets, unless a revised offsetting proposal is received and approved by the District, upon which this Authority to 
Construct shall be reissued, administratively specifying the new offsetting proposal. Original public noticing 
requirements, if any, shall be duplicated prior to reissuance of these Authority to Construct permits. [District Rule 
220 11 

5. Combined annual VOC emissions from all wine storage operations under permit units C-629-383 through C-629-43 1 
shall not exceed 5,000 pounds per year. [District Rule 220 I] 

6. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per 1000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed In accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and regulations o f m e r  governmental agencies which may pertain to the above equipment. 

I\ 
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Conditions for C-629-396-0 (continued) Page 2 of 2 

Combined annual VOC emissions from wine storage operations under permit units C-629-383 through C-629-43 1 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 I] 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 410,502 Ib per year. 
[District Rule 220 I] 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC11000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOCII 000 gal). [District Rule 220 I] 

Ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure,settings. [District Rule 46941 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rule 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 46941 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 46941 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-397-0 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 841 8 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
87,000 GALLON STEEL RED AND WHITE WlNE FERMENTATION AND WlNE STORAGE TANK (TANK #R2066) WITH 
PRESSURENACUUM VALVE AND INSULATION 

CONDITIONS 
1. { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

3. Prior to operating any piece of equipment authorized by Authority to Construct permits C-625-383-0 through -431-0, 
permittee shall surrender VOC emission reduction credits for the following quantity of emissions: 1 st quarter - 1,250 
Ib, 2nd quarter - 1,250 Ib, 3rd quarter - 1,250 Ib, and fourth quarter - 1,250 Ib. Offsets shall be provided at the 
applicable offset ratio specified in Table 4-2 of Rule 2201 (as amended 912 1/06). [District Rule 220 I] 

4. ERC Certificate Number S-3384- 1 (or a certificate split from this certificate) shall be used to supply the required 
offsets, unless a revised offsetting proposal is received and approved by the District, upon which this Authority to 
Construct shall be reissued, administratively specifying the new offsetting proposal. Original public noticing 
requirements, if any, shall be duplicated prior to reissuance of these Authority to Construct permits. [District Rule 
22011 

5. Combined annual VOC emissions from all wine storage operations under permit units C-629-383 through C-629-43 1 
shall not exceed 5,000 pounds per year. [District Rule 22011 

6. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volu~ne percent ethanol of the wine being transferred. [District Rule 22011 

CONDITIONS CONTTNUE ON NEXT PAGE 

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquln Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and regulations o f w e r  governmental agencies which may pertain to the above equipment. 
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Conditions for C-629-397-0 (continued) Page 2 of 2 

7. Combined annual VOC emissions from wine storage operations under permit units C-629-383 through C-629-43 1 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 220 I] 

8. The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 1 ] 

9. Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 220 I] 

10. Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOCl1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOCI1000 gal). [District Rule 220 11 

1 1.  Ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

12. The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

13. When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 46941 

14. When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 46941 

15. The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the.storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rule 46941 

16. The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 46941 

17. For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

18. When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 46941 

19. When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 46941 

20. All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 46941 
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San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-398-0 ISSU 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 841 8 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
87,000 GALLON STEEL RED AND WHITE WlNE FERMENTATION AND WlNE STORAGE TANK (TANK #R2067) WITH 
PRESSURENACUUM VALVE AND INSULATION 

CONDITIONS 
1. {I 829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

3. Prior to operating any piece of equipment authorized by Authority to Construct permits C-625-383-0 through -43 1-0, 
permittee shall surrender VOC e~nission reduction credits for the following quantity of emissions: 1st quarter - 1,250 
Ib, 2nd quarter - 1,250 Ib, 3rd quarter - 1,250 Ib, and fourth quarter - 1,250 Ib. Offsets shall be provided at the 
applicable offset ratio specified in Table 4-2 of Rule 2201 (as amended 9/21/06). [District Rule 22011 

4. ERC Certificate Number S-3384-1 (or a certificate split from this certificate) shall be used to supply the required 
offsets, unless a revised offsetting proposal is received and approved by the District, upon which this Authority to 
Construct shall be reissued, administratively specifying the new offsetting proposal. Original public noticing 
requirements, if any, shall be duplicated prior to reissuance of these Authority to Construct permits. [District Rule 
22011 

5. Combined annual VOC emissions from all wine storage operations under permit units (2-629-383 through C-629-43 1 
shall not exceed 5,000 pounds per year. [District Rule 22011 

6. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an'inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n s f m e r  governmental agencies which may pertain to the above equipment. 
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ditions for C-629-398-0 (continued) Page 2 of'2 Con 

7. Combined annual VOC emissions from wine storage operations under permit units (2-629-383 through C-629-43 1 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Iblday per 1000 gallons of tank 
capacity. [District Rule 220 I] 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 22011 

Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 lb-VOC11000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOCII 000 gal). [District Rule 220 I] 

Ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 261,000 gallons per day. [District Rule 22011 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 46941 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 2 1 .  [District Rule 46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rule 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District.Rule 46941 

For each batch of must fermented in this tank, the operator shall record the fermentation co~npletion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 46941 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 46941 



San Joaquin Valley 
Air Pollution Control District 

AUTHORITY TO CONSTRUCT 
PERMIT NO: C-629-399-0 

LEGAL OWNER OR OPERATOR: O'NEILL BEVERAGES CO LLC 
MAILING ADDRESS: 8418 S LAC JAC AVE 

PARLIER, CA 93648-9708 

LOCATION: 8418 S LAC JAC AVE 
PARLIER, CA 93648 

EQUIPMENT DESCRIPTION: 
87,000 GALLON STEEL RED AND WHITE WlNE FERMENTATION AND WlNE STORAGE TANK (TANK # ~ 2 0 6 8 )  WITH 
PRESSURENACUUM VALVE AND INSULATION 

CONDITIONS 
1 .  { 1829) The facility shall submit an application to modify the Title V permit in accordance with the timeframes and 

procedures of District Rule 2520. [District Rule 25201 Federally Enforceable Through Title V Permit 

2. (98) No air contaminant shall be released into the atmosphere which causes a public nuisance. [District Rule 41021 

3. Prior to operating any piece of equipment authorized by Authority to Construct permits C-625-383-0 through -43 1-0, 
permittee shall surrender VOC emission reduction credits for the following quantity of emissions: 1 st quarter - 1,250 
Ib, 2nd quarter - 1,250 Ib, 3rd quarter - 1,250 Ib, and fourth quarter - 1,250 Ib. Offsets shall be provided at the 
applicable offset ratio specified in Table 4-2 of Rule 220 1 (as amended 912 1/06). [District Rule 220 11 

4. ERC Certificate Number S-3384-1 (or a certificate split from this certificate) shall be used to supply the required 
offsets, unless a revised offsetting proposal is received and approved by the District, upon which this Authority to 
Construct shall be reissued, administratively specifying the new offsetting proposal. Original public noticing 
requirements, if any, shall be duplicated prior to reissuance of these Authority to Construct permits. [District Rule 
22011 

5. Combined annual VOC emissions from all wine storage operations under permit units C-629-383 through C-629-43 1 
shall not exceed 5,000 pounds per year. [District Rule 220 I] 

6. The annual VOC wine storage emission factor for each wine ethanol content shall be calculated using the following 
equation: EF = 1.705259 * PA1 .090407; where EF is the VOC emission factor in pounds of VOC per I000 gallons of 
wine throughput; and P is the volume percent ethanol of the wine being transferred. [District Rule 22011 

CONDITIONS CONTINUE ON NEXT PAGE 
YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (559) 230-5950 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO 
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE. 
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the 
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all 
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this 
Authority to Construct shall expire and application shall be cancelled two years from the date of'issuance. The applicant is responsible for complying with 
all laws, ordinances and r e g u l a t i o n z m e r  governmental agencies which may pertain to the above equipment. 
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7. Combined annual VOC emissions from wine storage operations under permit units C-629-383 through C-629-43 1 
shall be determined as the sum of the emissions for each individual wine movement based on the volume transferred in 
each wine movement and the batch-specific wine storage emission factor calculated using the equation(s) specified 
within this permit. [District Rule 22011 

The VOC emissions rate for fermentation operations in this tank shall not exceed 3.46 Ib/day per 1000 gallons of tank 
capacity. [District Rule 220 I] 

Total annual VOC emissions from all wine fermentation operations at this facility shall not exceed 4 10,502 Ib per year. 
[District Rule 220 11 
Total annual VOC emissions from wine fermentation operations shall be determined by the following formula: Total 
annual VOC emissions = (Total Annual Red Wine Production-gal) x (6.2 Ib-VOC/1000 gal) + (Total Annual White 
Wine Production-gal) x (2.5 Ib-VOC/1000 gal). [District Rule 22011 

Ethanol content of wine stored in this tank shall not exceed 23.9 percent by volume. [District Rule 22011 

The maximum wine storage throughput in this tank shall not exceed 26 1,000 gallons per day. [District Rule 220 11 

When used for wine storage, this tank shall be equipped with and operated with a pressure-vacuum relief valve, which 
shall operate within 10% of the maximum allowable working pressure of the tank, operate in accordance with the 
manufacturer's instructions, and be permanently labeled with the operating pressure settings. [District Rule 46941 

When this tank is used for wine storage, the pressure-vacuum relief valve and storage tank shall remain in a gas-tight 
condition, except when the operating pressure of the tank exceeds the valve set pressure. A gas-tight condition shall be 
determined by measuring the gas leak in accordance with the procedures in EPA Method 21. [District Rule 46941 

The temperature of the wine stored in this tank shall be maintained at or below 75 degrees Fahrenheit. For each batch 
of wine, the operator shall achieve the storage temperature of 75 degrees Fahrenheit or less within 60 days after 
completing fermentation, and shall maintain records to show when the required storage temperature of 75 degrees 
Fahrenheit or less was achieved. [District Rule 46941 

The average fermentation temperature of each batch of must fermented in this tank shall not exceed 95 OF, calculated 
as the average of all temperature measurements for the batch taken at least every 12 hours over the course of the 
fermentation. [District Rule 46941 

For each batch of must fermented in this tank, the operator shall record the fermentation completion date, the total 
gallons of must fermented, the average fermentation temperature and the uncontrolled fermentation emissions and 
fermentation emission reductions (calculated per the emission factors given in District Rule 4694). The information 
shall be recorded by the tank Permit to Operate number and by wine type, stated as either red wine or white wine. 
[District Rules 220 1 and 46941 

When this tank is used for wine storage, daily throughput records, including records of filling and emptying operations, 
the dates of such operations, a unique identifier for each batch, the volume percent ethanol in the batch, and the 
volume of wine transferred, shall be maintained. [District Rule 46941 

When this tank is used for wine storage, the operator shall record, on a weekly basis, the total gallons of wine 
contained in the tank and the maximum temperature of the stored wine. [District Rule 46941 

All records shall be retained on-site for a period of at least five years and made available for District inspection upon 
request. [District Rule 46941 
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